
MARCONI A.C. MAINS VALVES 

PX 4, Super-Power, 

20/- 

Marconi PX.4 is a super-power output 

valve for powerful receivers, capable 

of driving moving coil and large 

speakers at full volume for dancing,etc., 

at home and in small halls. When used 

with moving iron speakers a choke or 

transformer output is desirable. In 

many cases 200 volts will be found to 

provide sufficient volume, as in com¬ 

mercial receivers using this common 

H.T. potential throughout the set. 

Approx. Operating Data. 

Negative 
Grid Bias 

Volts. 

Average 
Anode 

Current in 
milliamperes. 

t 33 48 
1 26 40 
! 16 36 
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—J— Approximate Data - - 
_FILAMENT VOL TS 4 0 MAX 

FILAMENT CURRENT 10 AMP 
_ MAX ANODE VOLTS 250_ 

MAX ANODE DISSIPATION 12 WAITS 
-X AMRJFICATm FACTOR 50-1 

X IMPEDANCE 830wi»s j 
~ X MUTUAL CONDUCTANCE 60uAf* I 

■ 
■ ■1 

■i 

ai 
60 

i mm .. ,■ ,..■jmv'. ■■ .. - 

'SSimSs/i 
'IBViM'jlf* 

VMI 

nd 
tamsm 

35 


