
DOUBLE OUTPUT PENTODE

FILAMENT

QP22B

CAPACITA NCES
Cout (each se cti on)
Cl n (each sect ion)
ca, gl,,(each se ct ion )
en. _ 3.

Cg'l _ g"t

OPERATING CONDITIONS
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15.5
1.0

2.0 V
0.3 A

14.6 fLlJ. F
8.3 IJ.IJ. F
0.9 fLf'· F
3.4 IJ.I~F
0.9 fLfL F

1 35 V
1 35 V
-11 .7 V

3.8 mA
0.5 mA

mAjV
14.7 kG

1.33 W

I

"
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APPLICATION NOTES
Th e valve can be o perated with aut o mat ic bias obtain ed from a re sistor
in the co mmon H.T . neg ative lead . wh ich sho uld be by- passed by a
capacitor of 50 iLF o r more. The total an ode cu r rent (for both anodes)
should t hen no t fall below 3.0 mA with Vg2= 120V. in order t o mini mise
distortio n .
A normal t ype of QPP transformer may be used. the usual precaution s
be ing taken against pa rasit ic os ci llat ion.

CONNECTIONS
Br it. 7-Pi n Base

Pin No.1 Cont ro l G r id (gUI )

2 Control Gr id (g' l)
3 An ode (a')
4 Filament
5 Filament
6 Scree n G ri d s (g'2' g", )

.. 7 Anod e (a")
Supp resso r Grids-Conn ected t o Cen t re

of Filament
View ed from free e nd of pin s

DIM ENSI ONS

ISSUE 1

Overall le ngth
Ove ra ll di amet e r

117 mm .
41 mm .
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