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The BRIMAR type R17 is an indirectly heated miniature half-wave rectifier for use 
in compact equipment. A pair operated in a full wave circuit give .a better 
performance than a single 5V4G, and have the added advantage of separate heater 
and cathode connections. 

Heater Voltage ... RATINGS 6.3 voits 
Heater Current ... 0.8 amp. 
Peak Anode Current ... 750 mA max, 
Peak Inverse Voltage ... 1,450 volts max. 
Peak Heater to Cathode Vo\tage 700 volts max. 

TYPICAL OPERATION AS A HALF WAVE RECTIFIER 
R.M.S. Input Voltage . 350 500 volts 
Supply Impedance .. 50 50 ohms min. 
Reservoir Condenser ... .. 32 32 uF max. 
Direct output current ... e 125 75 mA max. 

Type R17 is o commercial equivalent to the CV2218. 

] ] | Iy T T I T TTTTT] f EEEEW o S 
A BRIMAR RI7 | 

ool RESERVOIR c0NDENssR-32pF—H~HJI 
*_M_; LIMITING RESISTOR=500 T 

Ly 1 
| | i ] i ] 

bl T 17 [ A: [1 ] 

R B H N EEE 
¢ e L A 
5 EENEN T "’v’xms NPUTV v‘oc.nsa=soovons_‘ Bl 
o600 ISR RS SRR EEREE *‘i 
AR T S G 0 S O PR T O S N O O . =S A SNy T 

a I | l . NN Llv“rfi_-ffif. 

gsooid - - H A 

a EE ] FL i T B i SERE 
400 | T o HEE ] 

ERREAN S EENEN . ? T v EeSERsEisensaet - ] s L 
! | ! 30 NENR n II‘H T 

00 
D.C. OUTPUT CURRENT mA 

VALVES PAGE 201 


