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CHARACTERISTICS

GENERAL  DATA
Focus  Method       ....
Deflection Method       .
Phosphor*.....

Electrostatic
Electrostatic

.   .    .   Pll
*The tube can be supplied in any of several standard phosphors if required.

ELECTRICAL  DATA
Heatervoltage     .   .   .
Heatercurrent      .   .   .

MECHANICAL  DATA
OverallLength      .    .    .
Face to Neck Contacts
NeckDiameter     .    .   .
FaceDiameter       .   .   .
Base.......

¥eecdfuBmutst::I:%i)hep.ta:

Bulb................

3::::gAngl;betw;e;1.D.2;nd;D.4ir;c:s

lil

6.3  Volts
.  0.600  ±  10 % Ampere

.   .18%±%Inches
I   .        11j4±34Inches

2 Inches
5  Inches

812-37
12  Pin

J1-25
4 Deflection Plates

1 A2 Contact
1  Focus Contact

1 Astigmatism
J42P

.    .    SeeDiagram
90 ±  1 Degree

Dynamic -Focusing is Recommended for Optimum Operation.

MAXIMUM  RATINGS
Anode A2  Voltage    ..................
Anode AI  Voltage    ..................

92idv&l;:g|evo,:a;e..................
Negative Bias  value     ...............
Positive  Bias  value        ...............
Positive  peak  value      ...............

Peak Heater Cathode Voltage
Heater Negative with Respect to cathode        .....

Peak=V:;:te:ge:fl°§cLett:`g:e¥::ien%ise:%:: :2.:n:ih.°:e.   :   :   :   :   :   :

llKv
6Kv
4Kv

220 Volts
0 Volt
2  Volts

200 Vdc
0Vdc

800 Vdc

QUICK   REFERENCE   DATA

:,:88;:apth:::€:::£r°d:ngf°r  Photo.
High Resolution
Electrostatic Focus
Electrostatic Deflection
Monoaccelerator Construction
Deflection Contacts Brought Out

Through Neck
SC-319 5 B-Aluminized screen
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TYPICAL  OPERATING  CONDITIONS
A2  Voltage      ..............

Aiti#,::;scm(FV.ocl::je (f 5.)  .   :   :   :   :   :   :   :

§:fl¥t!i;i:F:::Otsu.toir.   :   :   :   :   :   :   :   :   :
1D2...............

3D4................
Scan Size Minimum

lD2.............-.

3D4
Line  width  at  20  Volts  Drive       ...........................
Undeflected  spot  position    .............................

GENERAL  CONSThucTION  AND  QUALITY
The tube will be constructed and tested to comply with the applicable MIL-E-1D specifications.

10,000 Volts DC
10,000 ±  50 Volts

4500-5500 Volts DC
2000 Volts DC

150  ±  20 %  Volts

285  ±  20 % Volts/In.
150  ±  20 %  Volts/In.

4 Inches
4 Inches

0.003  Inches
15  MM  Sq.

D64005

D4

SECTION   A-A
VIEW   FROM   BASE   END  OF  TUBE


