H.F. PENTODE SP4
Indirectly heated H.F. Pentode for use as speech detector,

or R.F. amplifier, in A.C. mains receivers.

HEATER
Vi 4.0 v
In 1.0 A
Heating Time 35 secs.
CHARACTERISTICS
Va 200 \4
[ Vg, 100 \4
la 3.0 mA
A\ -2.0 4
| lgs 1.1 mA
gm 23  mA/Y
Fa 2.2 MQ

LIMITING VALUES

Va max. 200 Vv
Pa Max. 1.0 w
Vg, max. 100 \%
Pgs Max. 0.3 W
lx max. 10 mA
Rgi_x max. 1.5 M Q
Vh_x max. 50 \"
Ru_x max. 20 k Q
Vg max. (lg;=--0.3 pA) -14 A
CONNECTIONS

For Valves capped with 5-pin base

@ Pin No. 1 Screen Grid (g,)
w 2 Control Grid (g;)
@ @ @ w B Heater
i 4 Heater
@ 5 5 Cathode
Top Cap Anode

Viewed from free end of pins
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SP4 H.F. PENTODE

Indirectly heated H.F. Pentode for use as speech detector,
or R.F. amplifier, in A.C. mains receivers.

For Valves capped with 7-pin base

Pin No. 1 Metallising
O .2 Control Grid (g,)
@ @ w3 Suppressor Grid (g,)
w 4 Heater
@ @ = 5 Heater
o B Cathode
@ @ R Screen Grid (g,)
Top Cap Anode
Viewed from free end of pins
DIMENSIONS
Overall length 140 mm.
Overall diameter 51 mm.

Bulb Finish—Clear or Metallised
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