
H .F. PENTODE SP4B

H EATER
Vh 4.0 V
ln 0.65 A
Heat ing ti me 15 secs.

CAPACITANCES
Ca_ gl <0.003 fJ-fJ- F
Ctn 6.9 fJ-fJ-F
Cou t 8.1 fJ- fJ-F

OPERATING CONDITIONS-As R.F. o r I.F. Am plifier

Va 250 V

v.. 250 V
la 4.0 mA
Vg1 - 2.4 V
Iga 1.5 mA
gm 3.4 mA/V
r. 2.0 MO

OPERATING CONDITIONS- As a Detect o r

Vb 250 V
Rga 500 k O
Ra 100 k O
Cg1 100 fJ-fJ-F
Rg1 0.5 to 1.0 MO

) OPERATING CONDITIONS- As A.F. Amplifier

Vb 250 V
Rga 500 k O
Ra 100 kO
Rk 1.5 k O

LIMITING VALUES
v; max. 250 V
pa max. 1.5 W
Ik max. 8.0 mA
Vga max. 250 V
pga max. 0.5 W
Iga max. 2.0 mA
Rgl_k max. 1.5 MO
Vh-k max. 50 V
Rh _ k max. 20 kO
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SP4B

CONN ECTIONS

DIMENSIONS

H.F. PENTODE

Brit. 7-Pin Base

Pin No .1 Metallis ing
2 Anode
3 Suppressor Gr id (g3)
4 Heater
5 Heater
6 Cat hode
7 Screen Grid (g2)

Top Cap-Control Grid (gI)

)

ISSUE 1

Overall length
Ove rall diamet e r

125 mm.
43 mm.

SP4B 10S4-2
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