
H.F. PENTODE

Indirectly heated straight H.F. Pentode for use in D.C./A.C.
receivers, and for car radio, as an R.F. amplifier, detector
or L.F. amplifier.

HEATER
Ib
Vb
Heat ing tim e

CAPACITANCES

OPERATI NG CONDITIONS
As R.F. Amplifier

LIMITI N G VALUES
v« max .
pa max.
Ik max .
Vg • max .
R gl_ k
Vh_ k
R h_ k

CONNECTIONS

SPI3

0.2 A
13 V
60 sees.

< 0.003 !J.!J.F
7.1 !J.!J.F
7.7 !J.!J.F

200 V
100 V

3.3 mA
1.2 mA

- 2.0 V
1.3 Mfl

3,000
2.2 mA/V

400 n

200 V
1.0 W
6.0 mA

100 V
1.5 MO

125 V
20 kfl

Con tact No.1 Metallis ing
2 Heate r
3 Heate r
4 Cat hod e
5 Supp ress or Grid (ga)
6 N. C.
7 Screen Grid (g. )

" 8 Anode
Top Cap-Cont rol Grid g ,

Viewed from under side of base

DIMENSIONS

ISSUE 1

Ove rall lengt h
Overall diamete r
Bulb finish

109mm .
42mm.

Metallised

SP13 1054-1
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