
H .F. PENTODE

Indirectly heated straight H.F. Pentade far use
in D.C./A.C. receivers, and for car rodio.

SPI3C

HEATER

Vii 13 V

Ih 0.2 A

CAPACITANCES

CS_ g1 < 0.003 lLILf

Cl n 6.9 fLlLF

Co ut B.1 lLfL F

CH A RA CT ERISTI CS

V. :200 V

Vg 2 2 00 V

I. 2.5 rnA

V" - 2.2 V
Ig , 0.9 rnA

g lll 2.B rnA jV
r a 2.5 Mil

OPERATING CONDITIONS AS DETECTOR

Vb 200 V

Rg , 5 00 kil

R. 1 00 kn
C g1 1 00 tLfLF
Rg , 0. 5- 1.0 M il

LIMITING VALU ES

V. max. :200 V

Ps max. 1.0 W
Ik max. 6.0 rnA
V., max . :200 V

p g , max. 0.3 W
Ig , max. 1.2 rnA
Rg1_ k max. 1.5 Mn
Vh _ k max . 125 V

Rh~k max . 20 k U
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SPI3C

DIMENSIONS

H.F. PENTODE

Indirectly heated straight H.F. Pentode for use
in D.C.IA.C. receivers. and for car radio.

CONNECTIONS

Brit. 7-pin Base

Overail Lengt h
Overall Diamete r
Bulb Finish-Metailised

125
43

mm
mm

Viewed from free end of pins.

Pin No. 1 Metallising
2 Anod e
3 Supp ressor Grid (ga)
4 Heate r
5 Heater
6 Cathod e
7 Screen Grid (gz)

Top Cap-Control Grid (g,)

)

)
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