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DOUBLE DI O DE TR IODE

Double-diode triode valve for battery operation.
It consists of two separate diodes and a medium
impedance triode using a common filament.

FILAMENT
VI
II

CAPACITANCES
Ca_ g

Cg_ I

Ca_ f

Ca d _ gl

O PERAT I N G CHARACTERISTICS

Va
Vg

la
gm
IJ.
ra

LIM ITI N G V A LU ES
v« max.
pa max.
Ik max.
Rg_ I

Vad(p k ) m a x .
lad max.

CONNECTIONS

Viewed from free end of pins

DIMENSIONS

TDD2A

2.0 V
0.12 A

3.7 IJ.IJ.F
2.5 [L[L F
7.6 [L[L F

< 0.002 [L[L F

90 1 35 V
- 1.5 - 1.5 V

0.65 1.95 rnA
0.7 1.2 mA jV

30 30
43 25 kO

1 50 V
0.6 W
5.0 rnA
1.0 MO

1 25 V
0.2 rnA

Pin No.1 Anode

2 A.V.C. Diode (a' d)
3 Filament (negati ve)
4 Filament (positi ve)
5 Speech Diode (a"d)

Top Cap-Control Grid

Ove rall Lengt h
Overall Diameter
Bulb Finish-Metallised

125
46

mm.
rnrn.

ISSUE 1 TDD2A 854-1
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