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THOMSON-VARIAN

TUBES EY COMPOSANTS HYPERFREQUENCES

TV 2012 KLYSTRON

TV 2012 is a very high power sealed off

klystron amplifier able to deliver a 5 MW peak power
in "S" band.
It is specially designed to be used on par-

ticle accelerators.

It includes five resonators no tunable by

the customer. The R.F. input is made on a "N"

type coaxial plug and the output through one ceramic

window set on a waveguide.

Each tube is tuned at the factory at a

specified central frequency in the range 2700-3100
MHz,

Beam focalizationis insured by a TV 19009

focus coil external to the tube.

The tube body and the window are cooled by a water flow and the collector by vaporization

of water.
TV 2012 high frequency amplifier, of very large peak and average power, has the following

advantages :

- high gain : 55 dB

high efficiency (more than 40%) which enables a saving on cost and volume of the feeding devices.
high operating safety due the Vapotron e cooling technique of the collector.

long life, the tube being fitted with an active getter.

GENERAL CHARACTERISTICS

Electrical

Type of cathodeisseseessssecscccecssscocscencsasssssess indirectly heated,oxyde coated,unipotential
Heater vOltageesececscocessccscsacsosscsssenscccsssses o 25 V + 108 (3)

Heater current, approximately.eceececscesceccccsscccescseces o« 25 A

Heating time, minimuma.seessesvessesvssssssssesnseoness 15 mm

Mechanical

Envelopeesecesescsssescsscsssssssssscesseccssssss Ceramic metal with glass cathode insulator

R.F iNPUt cseeccesccscosccccssssscscsssssssssess UG 22 D/U plug (1)

R.F OUutPUteeccececscccecssccseccccssscsssscsseeas Ceramic window on standard RG 48/U waveguide
Active getter iNnPut ceeeccceccccccccscssccccsses UG LIE/U plug (2)

Mounting positioNecssscscsssscssccscsssscsesssessss vertical, cathode-end down

Net weight approximatelyeeceesececccecsessssssess 60 kg

DimensionSeseeeesscecesssessssssosscsssescssssesss 1300 mm height

# CFTH patented trade mark

(1) to be used in conjunction with UG 21 D/U connector.

(2) to be used in conjunction with UG 59 D/U connector.

(3) the exact heating voltage is indicated on the testing sheet of each tube., This voltage is to be

observed within + 5 %.
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Type of cooling :
body and WindOWSeseeessssesssssseessssses o« Water flow

same circuit
COlleCtOressesescsosscecsssssssssssscncnssses Water vaporization

MAXIMUM RATINGS

(non=-simultaneous)

Load VS WReeosessss
Beam voltage ecseeccsee

© 000000000 00000000000000000000000000000000000000000008 1,5

ceecsesssecsssessssssecssesssssssssessasssssscssssees 145 KV

Average applied POWEereccsssssssssscssccsccs
Collector dissipatioNececcesssssscscsscsce

teesescessecscssessesceccsssssess 35 KW

tscsccesosccsscesvsscsscsssscssssse 35 KW

Heater surge current sececscccssccsces

tessscsssssscscscsssssssssssscssssssces H0 A

Voltage pulse durationNssscessccsscssccsss

VeSS EE e e seNEs SIS e e Ne s LB PSGC- (1)
Absolute pressure on output WINdOWS ceeececsccssssssscssssscsssesssscssscse L4 kglem2 56 PSI)
Duty cyclesssssscssscessssssscsssscsssccsssse

Cooling water inlet temperature ccsscececss

eecsscsssscessss0024

essessssssecscses 50°C

TYPICAL OPERATIONS
(Max. VSWR 1.1)

Example

Beam voltageeesesescscsseresesessssssssosscscscossssscsscacscccscsscscssscscscsssesecs 130 KV
Beam CUPrTent cesssesssasssissssessscessssssssscsesssnssssssensssssessnssssssoenenessss 99 A
Peoak oULPUL DOWET ¢ ss 6 eeeeessseesssssssnsssssesssesesssesssssss e ssassssesssse s s e 5 MwW

Average OULDUL: DOWEI g.e.eviaee e e 90 o8 o0 uis 5ia 08 00 8/6 085 e:0's nis o6 5/ pis o6 oie oo sie/ve sieseeoiessess 10 KW
GaiNeesesscens

Sececscessessessessessesscsssesessersscsssssctsscessescsscssscscssese o D5 dB

Bandwidth at = 1 dBq e s o6 00 60 016 1578 oie 67 96 oo 516 0.6 blis e sl 510 siaieim 6 616 o/ 906 1o sa ale srasoemases 15 Mc

BIELLCIEICT o oo o6 016 576.6 6:6 o 076 615 570 928 BU8 650 556 676 00 /007036 W4 Bhi o 9% Wo6 876 6126 okl 08 bme il s s sl wme B0 E
Pulse durationeescessesscescescessccscsccsscsscsscescsssssssscoscssscsscnsssosssscscssnss 5 psec.
Cooling: ‘'water FIOW: e sis e wis siv a6 sis 00 610/ 0/0i0i010 /6101618 &7 wia 88 o8 616 816887816, 816 8708 8.8 616 678 614 §16 §(6 816 &8 & 3 1/mn
Cooling ‘water Inlot PROSSUNS .« us s sie seseaeaesess ss bie o6 2o 605047 b56 S/a58E60 916 W16 56 b 56 Go.0108 1 kg/cm2

(1) May be increased upon request.
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TUBE ACCESSORIES

ceesssssssscsses TV 19009

Heater-cathode CONNECtOricescssssscscsscscsssosesscssssssssssscssssssssssssscsssssece LV 19201

Focus COileesscsssssssscscsccane

BoIlEPss sie ai5 606 81018 500 958 66 94 016 w6, $i6 978 919, 616)8 818 (09 #16 818 #20 BIH B WIE B8 STe 806 eie el @0 ois e e ee mw ere LV 19300
s eie s e eis os o sie sim ore B99 GB 21

Vapodyne System*.............-...-........................................... see Data TE 019

Packaging .«

escsccecscesssse

ACTIVE GETTER FEEDING CIRCUIT

Current measurement

RESISTOR (1 pA to 10 mA with protecting device)
10,0008 3W 7
AMWWA—
Power
supply i
3000V 4 10mA Active getter

7 T

The active getter operation requires the use of a TV 19,500 permanent magnet supplied with
TV 19.009 Focus Coil.

# CF TH patented trade mark.
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OULTINE DRAWINGS
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