
WATER-COOLED R.F. TRIODE TX I 2 Zow 

High-power water-cooled triode, primarily - 
intended for use in the output stage of 
communications transmitters, also suitable for R.F. heating purposes. 

FILAMENT 

Pure tungsten, suitable for a.c. or d.c. n 
Marked V; 1854 05 Vv 

It (approx.) 85 A 
0/ (Marked volts give 10 amps emission fj saturation). 

CAPACITANCES 
Cg_t 

Ca..f 1.5 wuF 

Ca.g 26 uwf 

CHARACTERISTICS (At V,— 12 kV ) 

Em 3 

LIMITING VALUES 

TYPICAL OPERATI CONDITIONS “C” C.W. 
AMPLIFIER (At f=I 

a - 12 kv 
-900 v 

2,63 A 
0.37 A 
1.85 kv 

700 w 
22 kW 
9.5 kW 

70 % 

TYPICAL QPERATING CONDITIONS AS CLASS ‘“B” AMPLIFIER 
WITH MQDULAT INPUT (At f=1 Mc/s) 

N a 12 kV 
. Vg -300 v 

@\\\\ (Carrier) (Peak values for 1009, mod.) 
N\ la 1.1 25 A 

['7 N lg - 0.2 A 
— e Vdrive (pk) 430 860 \ 
T Parive - 160 w 

Pout 4.25 19 kW 
Pa 9.0 ] kW 
7 32 63.5 % 

() 
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