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Rectifying discharge tube 

Gasgefiillte Gleichrichterrohre 

UA1A 
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NPHMEHEHHE 

Jlamna TECJIA UA1lA zBmsercz rasorpo- 
HOM C OSHHM AHOJOM, KOTODMŮ HanoJHeH 
pryTBRO H mnpemHa3HaueH AJA MpuMeHeHNnA 

i B BBIHPAMHTENÉDHBIX YCTpOŇCTBaX BBICOKOTO 
HanpaXeHHA JA OHTaHHA NepemaTUHKOB. 
Wcnongpayg nomnxonamyw cxeMmy BempaMne- 
HuM, MOXHO HONYUHTE o l a BNTIIpaMNeH- 

| Horo Toka. 

ODOPMNIEHHE 

— Ha kynoze 6anmoHa, uH3roTOBNeHHOTO u3 
f TyromnaBKOro CTeKNA, HAaXOMHTCA BBIBON 

amona. Ha nokone c Hape3koň «['OJIHAIIT» 

BERBONATCA HaKaABHBO BRMBONB. AÁHom z3- 
TOTOBJeH HS WepHeHHoro HuMKenx. Jlamna 

E40 HanomHeHa mapaMž pryTm. 

JAHHBIE HEIIH HAKAJIA 

Karon npaMoHakaneHntů, OKCKNHMŮ; HTa- 
HuMe OCcyMecTBA4eTCA O MNapamneNnSCHOŇň 
cxeme. 
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NPEANEJIGcHO NONYCTHMBE 
RKCHUNIYATAUHOHHBDE NAHHBiE 

OXJNIAKANEHHE: Bsosnymuoe, ecTecTBeHHoe. 

PABOHEE IIOJIOXKEHHE: seprukaneHoe, 
mMHOoKOJeM BHMHa. 

BEC: 350 r 

Cxema BKNnIioueHna No crp. 76. 
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APPLICATION: 

The TESLA UA1A tube is a half-wave mer- 
cury-vapour-filled rectifying diode suitable 
for application in HV rectifiers for powering 
transmitters; when suitably connected, the 
tube delivers up to 1 A rectified current. 

DESIGN: 

The tube envelope of hard glass carries on 
the top the anode terminal. The filament 
terminals are connected to the base which 
is provided with a Goliath screw cap. The 
anode is of carburized nickel. 

HEATER DATA: 

Direct heating, oxide-coated cathode, par- 
allel feed. 
U 4V 
tÉ 9—13 A 
j > 10 min. 

MAXIMUM RATINGS: 

U max 8 kY 

Ujny max. 9 kv 

la max. 1 A 

la sp max. 5 A 

COOLING: By radiation. 

MOUNTING POSITION: 
down. 

WEIGHT: 350 g 

Vertical, base 

Circuitry on page 76 

UMTA 

VERWENDUNG: 

DIE TESLA-Rohre UA1A ist eine mit 
Ouecksilberdampf gefůllte Einweg-Gleich- 
richterdiode, geeignet zur Verwendung 
in Hochspannungsgleichrichtern zum Spei- 
sen von Sendern. In geeigneter Schaltung 
kann die Růohre bis 1 A gleichgerichteten 
Stromes liefern. 

AUSFŮHRUNG: 

Der Hartglaskolben ist am Scheitel mit dem 
Anodenanschluss versehen. An den mit 
Goliath-Gewinde versehenen Sockel sind 
die Heizzufůhrungen angeschlossen. Die 
Nickelanode ist karbonisiert. Die Rohre ist 
mit Guecksilberdámpfen gefiůllt. 

HEIZANGABEN: 

Oxydkatode, in Parallelschaltung : direkt 
geheizt 

GRENZWERTE: 

KUHLUNG: durch Strahlung. 

ARBEITSLAGE: vertikal, Sockel unten. 

GEWICHT: 350 g 

Schaltungsart auf Seite 76 

KOVO 
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