
VALVE DATA 
PREFERRED TYPES 4 

VOLTAGE AMPLIFYING TRIODES D 

Double diode triode 

HEATER 
Vb 14.0 V Ih 0.1 A Suitable for series operation, D.C. or A.C. 

CAPACITANCES 
Cad,_aa• <0.15 µuF 
cad,+ad•_ai <0.02 µuF 
tad,_g <0.007 µµF 
cad _Q <0.03 µµF 
cad-_e <0.05 µµF 

CHARACTERISTICS 
Va 100 170 V 
Va —1 —1.6 V 
I, 0.8 1.5 mA 
gm 1.4 1.65 mA/V 
µ 70 70 
ra 50 42 K f) 

OPERATING CONDITIONS 
For resistance capacity coupled 
EBC 4I, page 68 

LIMITING VALUES 

amplifier data see Type 

Va( p) max. 550 V 
Va max. 300 V 
Pa max. 0.5 W 
R5_k max. (cathode bias) 3 M 12 
Vs_k max. 150 V 

Each Diode Section 
Vsd(pk.) max. 
lad max. 

200 V 
0.8 mA 

BASE: DIMENSIONS: 
B8A L=60 mm 

D=22 mm 

USC 41 

Mu1IarJ Paso 77 


