
VALVE DATA 
PREFERRED TYPES 4 

OUTPUT PENTODES E 

Double diode output pentode 

FILAMENT 

-' Va 55 V I,=0.1 A Suitable for series operation, D.C. or A.C. 

CAPACITANCES 
Ca-gt <1.2 µ(LF 

Ca'd_k 1.8 p,µF 
Cs"d_tc 2.0 &F 
Ca'd_a •d <0.15 lL.tF 

OPERATING CONDITIONS 

As Class " A " amplifier 
Va 100 180 200 V 
VR, 100 180 200 V 
Rk 140 140 200 f2 
VB1 -5.3 -10 -13 V 
L 32.5 61 55 mA 
I" 5.5 10 9.5 mA 
ga, 7.5 9.0 8.0 mA/V 
r. 25 22 25 K d2 
tL a—ss 9.0 9.0 9.0 
Ra 3 3 3.5 K 1) 
V1a trmq (Pant=50 mW) 0.55 0.5 0.5 V 
P D1ot=10%) 1.35 4.8 4.8 W 
V19 trmq (D,= I0%) 3.8 6.2 6.2 V 

LIMITING VALUES 

Vatet max. 550 V 
V. max. 250 V 
pa max. I I W 
Vg, tb t max. 550 V 
Vg, max. 250 V 
pg, max. (max. sig.) 3.5 W 
pg, max. (zero sig.) 1.9 W 
Ik max. 75 mA 
R,,_k max. 1.0 M D 
Va_k max. 150 V 
Va'd max. 200 V 
V,.. max. 200 V 
la, d max. 0.8 mA 
Ia, d max. 0.8 mA 

BASE: DIMENSIONS: 
88G L=96 mm 

D=29 mm 

UBL 21 
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