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PHILIPS UM 34 

TUNING INDICATOR with two eye tens of different sens—
itivity 
INDICATEUR D'ACCORD avec deux eyst~mes de aensibili—
te diff4rente 
ABSTIMPSANZEIGEROHRE nit zwei Systemen von verschie—
dener inpfindlichkeit 

Heating: indirect by A.C. or D.C.; 
series supply 

Chaaffage: indirect par C.A. ou C.C.; 
alimentation an s4rie 

Heizung: indirect durch Wechsel-
oder Gleichatron; Serien-
speisung 

Dimensions in mm; Dimensions en mm 
Abmessungen in mm 

a2,02 
01,011 i g i a~ 

a1,/ a s a2 
D11 03 , 'ç' 50 IDk 

f 

a2 _ k,g' 

Base, culot, Fuas: 

Operating characteristics 
Caractdristiques d' utilisation 
Betriebsdaten 

Octal 

Vf  = 12,6 V 
IE = 100.mA 

Vb=VQ = 100 200 V 

Rai = Ra2 = 1,0 1,0 M4 

Ip (Vg = 0 V) = approx. 0,4 1,4 mA 

Vg (a1=a2=90°) = 0 0 V 

Vg (a1 = min.) _ -2,5 -4,2 V 

Vg (a2 = min.) -8 -12,5 V 

Limiting values 
Caracteristiques unites 
Grenzdaten 

Va10 = max. 550 V V1 = max. 250 V 

Val = max. 250 V Vg (Ig=+0,3µA) = max.-1,3 V 

Va2o = max. 550 V Rg = max. 3 M4 

Va2 = max. 250 V Rkf = max. 20 k2 

VP° = max. 550 V Vkf = max. 150 V 

11.11.1950 939 3206 1. 
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