
VALVE DATA A 
PREFERRED TYPES 

F RECTIFIERS 

U  2I Indirectly-heated half-wave rectifier 

HEATER 
Vk 50 V la 0.1 A Suitable for series operation, D.C. or A.C. 

OPERATING CONDITIONS 
Reservoir Limiting 

Va Erma( capacitance resistance (R) 

(V) (µF) ( 1 ) 
250 60 175 

32 125 
16 75 
8 0 

170 60 100 
32 75 
16 30 

127 60 0 

V. 

V(rms 

VOut (D.C.) at 
50 75 

110 (R=0) 116 108 
127 (R=0) 140 130 
220 (R=125 A) 232 211 

V. 
(D.C.) 
110 (R=0) 104 101 
127 (R=0) 124 121 
220 (R= 125 S2) 210 205 

LIMITING VALUES 
Va (rma( max. 
I. max. 
Vk—k ()k) max 
C max. 

BASE: 
B8G 

Page 120 

100 125 140 mA 

100 95 88 V 
122 115 110 V 
195 180 169 V 

98 95 93 V 
1 19 117 115 V 
200 196 191 V 

250 V 
140 mA 
550 V 
60 uF 

DIMENSIONS: 
L=93 mm 
D=28 mm 


