
R.F. RErEa:'_ll'_Eo IC):T-OFF W127 /GB A6 

6-3V INDIRECTLY HEATED NOVEMBER, 1954 

The W727/6BA6 is a commercial equivalent of CV.454 

BASE CONNECTIONS AND VALVE DIMENSIONS 

Base : B7G 

Bulb : Tubular 

Overall length :  54-5 max. mm 

Seated length :  47-5 max. mm, 

Diameter : 19 max. mm. 

View from underside 
of base. 

HEATER 

Vh 6-3 Vv 
In 0-3 A 

MAXIMUM RATINGS (design centre) 

Va 300 v 
Vg2 125 \"% 
Vh-k 150 A% 

Pa 3 w 
Pg2 0-6 W 

CHARACTERISTICS 

Va 250 100 \Y 
Vg2 100 100 A% 
Ia 11-0 10-8 mA 
Ig2 4.2 4-4 mA 
Vgl —1-0 —1-0 \ 
Vg1 (for gm=40 pA[V) —20 —20 A\ 
‘V83 O V 

gm 4-4 4-3 mA/V 
Ta 1-5 0-25 MQ 

* Connected to cathode externally 

CAPACITANCES (of cold unscreened valve) 

cin 55 pF Cout 5-0 pF ca-gl 0-0035 pF 

MOUNTING 

Any position. 

SCREENING 

An internal screen is fitted. 

RETAINING 

It is recommended that a retaining device is used. 

VENTILATION 

No special precautions. 

MICROPHONY 

The valve is free from microphony in normal receiver applications. 
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