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NIPHMEHEHHE 

A neKkTpouHax namna TECJIÁ ZD3XH npez- 
cTaB€nšeT coboň OXAóaxXmNaeMBMŮ BO3HyXOM 
TpzHOžz C MOM[HOCTBI, pacceHBaeMOŇ Ha 
aHome, 3 kBT, NpemHa3HaueHHBMň Jš Wc- 
nNOMB3OBaHHA B KAaUeCcTBe MOoNnyNATOpa, ycH- 
AuTemg MOmMHOCTH, paborTammjero c acTo- 
TaMu, moxomamumMg o 60 Mrun, ug cra- 
Gunmnu3aropa HamnpmweHna. 

KOHCTPYKUHAHA 

K gBepxHeň vacTWu CTeKNAHHOTO GanmogHa 

npunmagH MemHmMůň  aHOM, COCTAaBJAPOUTUŮ 
HHKHIOIo uacT6 OBOJOUKu JaMNnAM. AHoxm 
cHaĎXKeH anIOMZHHOBEIM pamuaTOpoM BO3- 
nymHoro oxnaxXmemus. B HuXWHeňž sacru 
GamnoHa muMeeTCA CTOeKN€AHHAX MTaMITOBAaH- 
Ha OMNacTZHKAa, OCHAaMICHHAaA NATSIO MTBI- 
paMH, K KOTODBIM NpuCoemuUHeHRI CeTKa U 
Karon. 

HAKAJI 

Karomz npamMoro HaKana H3roTOBJeH H3 TO- 
pupoBaHHoro BONb$PaMa; NHTAaHHOe Mapaj- 
neNGHOO. 

MEXIY3JIEKTPOIIHBRIE EMKOCTH 

OCHOBHEBE XAPAKTEPHCTHKH 



APPLICATION: 

The tube TESLA ZD3XH is an air-cooled 
triode of 3 kW anode dissipation, intended 
for use as a modulator, power amplifier at 
freguencies up to 60 Mec/s and voltage 

stabilizer. 

DESIGN: 

To the upper part of the glass envelope is 
fused the anode of OFHC copper which 
forms part of the tube envelope and is pro- 
vided with an aluminium radiator for forced 
air cooling. The bottom part of the tube 
envelope is a pressed glass base with five 
terminal prongs to which the grid and 
cathode are connected. 

HEATER DATA: 

Direct heating, thoriated tungsten cathode, 
parallel feed. 
Ug 7—7.5 v 
1ý 41—48 A 

INTERELECTRODE CAPACITANCES: 

Cz/k 38 pF 

Cajk 2.5 pF 

Ca/g1 26 pF 

CHARACTERISTIC DATA: 

u H—12 
s > 30 mA/V 
R; < 500 ( 
le > 14A 

Z0oXH 

VERWENDUNG: 

Die TESLA-Rohre ZD3XH ist eine luftge- 
kůhlte Triode von 3 kW Anodenverlust- 
leistung, bestimmt zum Einsatz als Modula- 
tor und Leistungsverstárker fůúr Freguenzen 
bis 60 MHz und als Spannungsstabilisator. 

AUSFŮHRUNG: 

An den Glaskolben ist im oberen Teil eine 
Kupferanode angeschmolzen, die also einen 
Teil des Kolbens bildet und mit einem Alu- 
minium-Rippenkůhler zur Kůhlung durch 
Luft versehen ist. Am unteren Ende ist der 
Glaskolben durch ein Pressglasstůck mit 
funf Durchfůhrungsstiften : abgeschlossen. 
An die Stifte ist das Gitter und die Katode 
angeschlossen. 

HEIZANGABEN: 

Heizung direkt, thorierte Wolframkatode, 
Parallelschaltung. 

ZWISCHENELEKTRODEN- 
KAPAZITÁTEN: 

TECHNISCHE ANGABEN: 
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ZD3XH 

HPENENGbHO-NONNYCTHMBE 
3HAUEHHAMA 

OXJIAXNIEHHE: Ilorokom Bosnyxa, aHon 
3,3 m'/muH. Hlrsipu u coenuHHTenEHoe 
CTEKNO NOJDKHLTI paBHOMepHo H B šOCTaTOUu- 
HOŇ Mepe OXJIAWNAATBCH OHOTOKOM BOoSAyXxa. 
Bce cTeknAHHRe 4aCcTH JaMIIB MOryT pa3o- 
rpeBaTBcm O TeMnepaTypm, mNpeBernnaomeň 
TeMnepaTypy Okpyxaionmeň cpemsr He ÓGonee, 
ueM Ha 1159 C (maKcuMangBHBMŇ HarpeB, OZ- 
HaKo, He JOJDKOH NPeBsmnaTS 1709C), a Tem- 
neparypa pamzmaropa u mTEPeň H€ HOJJIXHA 
npeBermaTE 1809 C. Temneparypa monaBae- 
MOoro BO3AYXAa NOJXKHAa HAaXOMNMTECH B Npe- 
nenax oT 4+400C no —15%C. PaszHocre 
TeMneparTyp Ha BXONe H BRMIXONe yCTpOŇCTBAa 
He NOJDKHA PH MaKCUMAaNAbHOŇ pacceuBae- 
MOŇň MOmHOCTH npeBkimarme 759 C. 

PABOUHEE IIOJIOXEHHE: BeprukanenRoe, 
aHomoM BHH3. 

IIPHMEYHAHHE: Ha Góammome KaxXmoň 
JaMOB yKa3aHO HanpaweHue Hakana, Opu 
KOTOPOM TOK 3MHCCHH COCTAaBIXET Je = 14 a. 

BEC: 1,35 kr 
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MAXIMUM RATINGS: 

U max. 4 kv 

Va sp max. 6 kY 
w max. 3 kw 

Wz1 max. 25 W 

f max. 60 Mc/s 

COOLING: By forced air. Anode — 3.3 cub. 
m/míin. The prongs and the glass part of the 
tube envelope must be cooled thoroughly 
and uniformly by forced air. No glass part 
of the tube envelope must become heated 
to a temperature 115% C above the ambient 
temperature (however, max. 170% C), the 
temperature of the radiator and of the 
prongs must not exceed 180% C. 
The temperature of the incoming air must 
not be higher than 40% C nor lower than 
—159 C. The temperature of the air leaving 
the eguipment must not exceed that of the 
air entering the eguipment by more than 
759 C at full anode dissipation. 

MOUNTING POSITION: Vertical, anode 

down. 

NOTE: Each tube is marked on the glass 
envelope with the heater voltage at which 
the emission l, = 14 A. 

WEIGHT: 1,35 kg 



Í 
GRENZWERTE: 

KUHLUNG: durch Luftstrom Anode — 
3,3 m'/min. Die Zufůhrungsstifte und Glas- 
verbindungen můssen ausgiebig und gleich- 
mássig durch strómende Luft gekůhlt wer- 
den. Kein Glasteil der Rohre darf sich um 
mehr als 1159% C gegen die Umgebungs- 
temperatur erwármen (die Temperatur 
darf hochstens 170% C betragen), die Tem- 
peratur des Rippenkůhlers und der Stifte 
darf 1809 C nicht úberschreiten. Die Tem- 
peratur der zugefůhrten Kůhlluft darf nicht 
hčoher sein als 440% C und nicht tiefer als 
—159% C. Die bei vollem Anodenverlust der 
Einrichtung entweichende Luft darf gegen 
die der Einrichtung zugefůhrte Luft nicht 
um mehr als 759 C wármer sein. 

ARBEITSLAGE: vertikal, Anode unten. 

BEMERKUNG: Am Glaskolben jeder Rohre 
ist die Heizspannung angegeben, bei der 
die Emissionle = 14 A betrágt. 

GEWICHT 1,35 kg 

20 AH 

KOVO 
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