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Trqvelinglwqve Tubes
Technical   Information

Tube Frequency
Maximum

Minimum
Minimum

Noise Satur`ation
Type Range Figure SS  Gain Power

(Gc.) (db) (db) Output(mw)

ZM-3378 2.  0-4.  0 8 30 5
ZM-3334 2.  2-2.  3 5.5 30 5
ZM-3335 2.  7-3.  3 6 30 7

FEATURES
low  noise
broad bandwidth
single -reversal permanent-

magnet  focusing':<

metal-ceramic  construction
military environments
lightweight
crystal mixer protection

MECHANICAL  &  MISCELLANEOUS

VSWR  (max. )
Input
Output

Mounting Position  ...........

Weight,   |b    .................

Over.all  Length,   in ..........

Cooling....................

RF  Connectors ..............

DC  Connector ...............

2.5
2.5

Any
9.3

1 3 .. 8 4

Convection
Type N,   female
Cannon
KPT-02H12-10PN
(or  equiv. )

ZM-3334
ZM-3335
ZM-3378

•      SRPM FOCUSING

APPLICATIONS
I.adar
ecm
instrumentation
communications
radiometr.y

TYPICAL  CHARACTERISTICS
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FFtEOuENCY  (GC}

GENERAL ©  ELECTRIC



OPERATING  CONDITIONS t
Htr,   vac  or  vdc  .  .  _.......
Htr',   amp  (max.  ) ........
Elect.    1,    vdc ...........
Elect.    2,   vdc.  .
Elect.   3,   vdc  .
Elect.   4,   vdc  .
Helix,   vdc  ....
Helix,  Ha  (rna.x.
Collector,   vdc. .
Beam,  4t a.  (max.  )

OUTLINE

I/4-20 UNC-
28 I  I.00  DEEP
6  PLACES.

!So!    .IT-T:q±       i,OoE,.

I.40  MAX

100
25'o
100
550  to  600
1200

ENVIRONMENTAL
Shock........

(enel`gized)
Vibration.....

(operating)
Temp.   Ambient

(operating)
Altitude   .  .

(oper.ating)
Acoustic  Noise

(operating)

CANNON   l<PT   02H12-IOPN
(OR  EOUIV.)

•52  MAX|

DIAIENsloNS  ARE  IN  INCHES;  THOSE  WITHOUT
TOLERANCES  ARE  APPROXIMATE.

30  a,   llms,
3  axes

15  a,   90  to
2000  eps

-65  to  +71C  #

100, 000  ft

150  db,    25  to
12' 000  eps

I.40
MAX.              coNNECTloNS

CANNON  KPT  02H]2-10PN

ELECT.   I
ELECT.  2
ELECT.  3
ELECT.  4
HELIX
Call.
CATH.-t{TR.
HTR-
PACKACE  GROUND

NOTES

*     Since these  tubes  are  single-r.eversal permanent-magnet focused and magneticaLlly
shielded,  they are well suited for  applications  requiring close physical spacing
with other tubes  or  rna.gnetic materials.

t      Voltages  shown  are  measur.ed with  r.espect  to  cathode.    All voltages  may be
isolated fr.om gr.ound.   For.  minimum noise  and optimum gain  char.actel`istics,
voltages  should be  adjusted to  values  specified by instructions  accompanying
each tube.    These  values  will be within the  ranges  given above.

#      This  tube  is  capable  of oper.ating to +100  C with  appl.oximately 0.  5  db  degradation
in noise figure.

These  data are  subject to  change without notice.
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