
ELECTRONIC TUBE REFERENCE

12MN8
Voltage - Triple Triode electronic tube

CONSOLIDATED TECHNICAL DATA

3 SECTIONS

CONSTRUCTION

TRIODE-TRIODE-TRIODE

High-mu triple triode, 12.6-volt heater version of 6MN8, for television matrix-amplifier service.

BASE DESIGNATION — BASE PINS 9

NOMINAL HEATER 12.6 V / 450 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Triode

PLATE RESISTANCE 62500 Ω

TRANSCONDUCTANCE 0.0016 S

AMPLIFICATION FACTOR 100

MAXIMUM PLATE VOLTAGE 330 V

MAXIMUM PLATE DISSIPATION 1 W

MAXIMUM CATHODE CURRENT 12 mA

Representative row for three identical high-mu triodes.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SECTION2 Triode

PLATE RESISTANCE 62500 Ω

TRANSCONDUCTANCE 0.0016 S

AMPLIFICATION FACTOR 100

MAXIMUM PLATE VOLTAGE 330 V

MAXIMUM PLATE DISSIPATION 1 W

MAXIMUM CATHODE CURRENT 12 mA

Physical triode row restored under current one-row-per-physical-section policy.

SECTION3 Triode

PLATE RESISTANCE 62500 Ω

TRANSCONDUCTANCE 0.0016 S

AMPLIFICATION FACTOR 100

MAXIMUM PLATE VOLTAGE 330 V

MAXIMUM PLATE DISSIPATION 1 W

MAXIMUM CATHODE CURRENT 12 mA

Physical triode row restored under current one-row-per-physical-section policy.

High-mu triple triode; 12.6-volt heater version of 6MN8.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1971 RCA HB3 Binder 5 of 7
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1971 RCA HB3 BINDER 5 OF 7

Section 1 · Triode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 12.6 V —

Heater current 450 mA —

Plate voltage 250 V ClassA;EachSection

Grid voltage -2 V ClassA;EachSection

Plate current 1.2 mA ClassA;EachSection

Maximum plate voltage 330 V EachSection

Plate dissipation 1 W EachSection

Heater warm-up time 11 s ControlledWarmup

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate resistance 62500 ohm EachSection

Transconductance 1600 uS EachSection

Amplification factor 100 EachSection

Tube Tinker
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · 12MN8 PAGE 3 OF 3

https://tubetinker.com/artifacts/12MN8-1971%20RCA%20HB3%20Binder%205%20of%207.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

