
ELECTRONIC TUBE REFERENCE

12UP4A
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

Twelve-inch metal-cone direct-view television picture tube with magnetic deflection and high-voltage

anode operation. Its metal envelope construction reduces weight while retaining the conventional P4

picture-display function of monochrome television receivers.

BASE DESIGNATION — BASE PINS 12

NOMINAL HEATER 6.3 V / 600 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

SECTION1 Cathode Ray

MAXIMUM PLATE VOLTAGE 12000 V

Published promoted fields populated semantically; identical repeated sections compressed.

Metal-cone directly viewed television picture tube with magnetic deflection and high-voltage anode

operation.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1961 Tung Sol
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL

Section 1 · Cathode Ray

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Anode Voltage 11000 V Typical

Maximum Anode Voltage 12000 V CRT
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https://tubetinker.com/artifacts/12UP4A-1961%20Tung%20Sol.pdf

