
ELECTRONIC TUBE REFERENCE

1B89
Specialized - Radiation Counter electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

GEIGERMULLERCOUNTER

Self-quenching Geiger-Müller counter designed for X-ray detection. A thin mica window provides

sensitivity to X-rays while the tube supports relatively high counting rates for measurement and

monitoring equipment.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Indirect; cold cathode SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

SECTION0 GeigerMullerCounter

No fixed ratings recorded.

Self-quenching X-ray sensitive counter tube with a thin mica window and high counting-rate capability.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1950 Victoreen
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 VICTOREEN

Section 0 · GeigerMullerCounter

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

ThresholdVoltage 1400 V Max

Operating Voltage 1500 V —

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

PlateauLength 400 V Minimum

PlateauSlope 10 %/100V Maximum

RecoveryTime 50 us —

Background 50 counts/min —

WindowThickness 0.03 in —

Tube Tinker
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · 1B89 PAGE 2 OF 2

https://tubetinker.com/artifacts/1B89-1950%20Victoreen.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

