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Voltage - Triode (single) electronic tube TRIODE

Low-filament-power directly heated medium-mu triode for battery-operated signal amplification and
general receiving service.

GENERAL CHARACTERISTICS

BASE DESIGNATION AAA BASE PINS 3
NOMINAL HEATER 1.4V / 50 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTionl Triode

PLATE RESISTANCE 11200 Q
TRANSCONDUCTANCE 0.0013 S
AMPLIFICATION FACTOR 14.5
MAXIMUM PLATE VOLTAGE 110 V

Typical characteristics are condition dependent; representative published values promoted.

1LE3 is listed as a medium-mu triode in the supplied receiving-tube handbook. It usesa 1.4V, 0.05 A
directly heated filament. The handbook publishes maximum ratings and representative operating
characteristics for its intended service.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

195X General Electric Essential

Characteristics

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

195X GENERAL ELECTRIC ESSENTIAL CHARACTERISTICS

Section 1 - Triode

OTHER

PARAMETER
Maximum plate voltage
Plate voltage

Control-grid voltage

Plate current

PUBLISHED VALUE
110 v

90 V

ov

4.5 mA

CONDITION / NOTE
Published handbook rating
ClassA

ClassA

ClassA

CHARACTERISTIC

PARAMETER
Plate resistance
Transconductance
Amplification factor
Filament voltage

Filament current

PUBLISHED VALUE
11200 ohm

1300 pS

14.5

1.4V

50 mA

CONDITION / NOTE

Published handbook characteristic
Published handbook characteristic
Published handbook characteristic
DirectlyHeated DC filament

DirectlyHeated DC filament

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1961 Tung Sol

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL
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https://tubetinker.com/artifacts/1LE3-195X%20General%20Electric%20Essential%20Characteristics.pdf
https://tubetinker.com/artifacts/1LE3-1961%20Tung%20Sol.pdf

Section 1 - Triode

CAPACITANCE

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Grid To Plate Capacitance 1.7 pF DirectInterelectrode
Input Capacitance 1.7 pF DirectInterelectrode
OQutput Capacitance 3 pF DirectInterelectrode

TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER - 1LE3 PAGE 3 OF 3


http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

