
ELECTRONIC TUBE REFERENCE

20L1
Voltage - Dual Triode (similar) electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

TRIODE-TRIODE

Television twin triode intended for series-heater operation, providing two triode units for receiver

circuitry where a 20 V heater is suited to transformerless heater strings.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 12.6 V / 200 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Triode

TRANSCONDUCTANCE 0.0028 S

AMPLIFICATION FACTOR 16

MAXIMUM PLATE VOLTAGE 250 V

MAXIMUM PLATE DISSIPATION 3 W

SECTION2 Triode

TRANSCONDUCTANCE 0.0028 S

AMPLIFICATION FACTOR 16

MAXIMUM PLATE VOLTAGE 250 V

MAXIMUM PLATE DISSIPATION 3 W

Second physical triode section; electrically identical twin section.

Television twin triode for series operation.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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