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CONSTRUCTION

Specialized - Cathode Ray electronic tube EONLIUDE

Twenty-one-inch high-resolution cathode-ray display tube with magnetic focusing and magnetic deflection,
intended for military and industrial applications. Its high-voltage direct-view design is optimized for
detailed display work rather than ordinary consumer television service.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 6.3V / 600 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 Cathode Ray

MAXIMUM PLATE VOLTAGE 20000 V

Published electrical limits promoted from the source. Passive microwave reference cavities have their
electrical frequency/Q values in TUBE SECTION PARAMETER because no applicable promoted frequency
field exists in the fixed section schema.

High-resolution magnetically focused and deflected cathode-ray display tube for military and industrial
applications.
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SOURCE DATA APPENDIX

SOURCE OPERATING COl\:DITIONS
19477 Westinghouse

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1947 WESTINGHOUSE

Section 1 - Cathode Ray

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
HeaterVoltageNominal 6.3V Nominal
HeaterCurrentNominal 600 mA Nominal

MaximumElectrodeOrAnodeVoltage 20000 V —

Grid2VoltageMaximum 500 V —
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