
ELECTRONIC TUBE REFERENCE

3V531E
Specialized - Thyratron electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

THYRATRON

Directly heated hot-cathode mercury-vapor thyratron documented as an electrical replacement for

obsolete 4078GA, intended for controlled high-voltage switching and rectifier service.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 5 V / 20 A PARALLEL HEATER — / —

HEATING Direct SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Thyratron

MAXIMUM CATHODE CURRENT 5 A

PEAK INVERSE VOLTAGE 20000 V

PEAK FORWARD CURRENT 20 A

Published ratings and characteristics promoted where applicable; additional published data retained as

parameters.

Directly heated hot-cathode mercury-vapour thyratron, stated to be equivalent to and to replace the

obsolete 4078GA.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings

TUBE TINKER · 3V531E PAGE 1 OF 2



SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1946 Standard Telephone and Cables
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1946 STANDARD TELEPHONE AND CABLES

Section 1 · Thyratron

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum peak inverse voltage 20000 V —

Maximum peak anode current 20 A —

Tube Tinker
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER · 3V531E PAGE 2 OF 2

https://tubetinker.com/artifacts/3V531E-1946%20Standard%20Telephone%20and%20Cables.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

