
ELECTRONIC TUBE REFERENCE

4BN4
Voltage - Triode (single high frequency) electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

TRIODE

VHF television-tuner RF triode for front-end amplification in television receivers.

BASE DESIGNATION 7EG BASE PINS 7

NOMINAL HEATER 4.2 V / 300 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

TERMINAL SECTION ELEMENT STATUS

PIN1 — K A K — Cathode CONNECTED

PIN2 — G1 A G1 — Control Grid CONNECTED

PIN3 — H — H — Heater CONNECTED

PIN4 — H — H — Heater CONNECTED

PIN5 — P A P — Plate (Anode) CONNECTED

PIN6 — K A K — Cathode CONNECTED

PIN7 — G1 A G1 — Control Grid CONNECTED

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

7EG - Terminal pinout

Section ratings
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SECTION1 Triode

PLATE RESISTANCE 6300 Ω

TRANSCONDUCTANCE 0.0063 S

AMPLIFICATION FACTOR 43

MAXIMUM PLATE VOLTAGE 250 V

MAXIMUM PLATE DISSIPATION 2 W

Published source values promoted where applicable.

VHF television-tuner RF triode; description derived from the supplied registration datasheet.
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