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CTRONIC TU ‘ CONSOLIDATED TECHNICAL DATA
4BUS8
CONSTRUCTION

Voltage - Dual Pentode electronic tube RERHUDE RENIORE

Sharp-cutoff twin pentode designed as combined television sync separator, sync clipper, and automatic-
gain-control amplifier.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 9
NOMINAL HEATER 4.2 V / 450 mA PARALLEL HEATER — /-
CATHODE Common cathode SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTion1 Pentode

TRANSCONDUCTANCE 0.0015 S
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM SCREEN VOLTAGE 150 V
MAXIMUM PLATE DISSIPATION 1.1 W
MAXIMUM SCREEN DISSIPATION 0.75 W
MAXIMUM CATHODE CURRENT 12 mA
MAXIMUM HEATER-CATHODE VOLTAGE 260 V
WARM-UP TIME 11 s

Reference/equivalence-only source: ratings/characteristics for this section are not reproduced; missing
promoted values intentionally not inferred from the external 6BU8 datasheet.
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section2 Pentode

TRANSCONDUCTANCE 0.0015 S
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM SCREEN VOLTAGE 150 V
MAXIMUM PLATE DISSIPATION 1.1 W
MAXIMUM SCREEN DISSIPATION 0.75 W
MAXIMUM CATHODE CURRENT 12 mA

Second physical pentode section; identical twin section.

Sharp-cutoff twin pentode used as combined sync separator, sync clipper, and AGC amplifier in television
receivers.
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SOURCE OPERATING CONDITIONS
1961 Tung Sol

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL
Section 1 - Pentode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Heater Warmup Time 11 s —

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate Voltage 100 V EachSection

Screen Voltage 67.5 V BothSections

SOURCE DATA APPENDIX

SOURCE OPERATING COI\:DITIONS
1965 Westinghouse Data Book

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1965 WESTINGHOUSE DATA BOOK
Section 1 - Pentode

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Heater Voltage 4.2 V —
Heater Current 450 mA —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum Plate Voltage 300 V —
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS )
1966 Tung Sol Electronic Tubes 1 of 4

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1966 TUNG SOL ELECTRONIC TUBES 1 OF 4
Section 1 - Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION /
NOTE

Plate voltage 100 V EachSection

Screen voltage 87.5V EachSection

Control-grid voltage -10 V EachSection

Application Twin pentode for television signal-processing service Sectionl

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater warm-up time 11 s Sectionl
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SOURCE OPERATING CONDITIONS

1968 General Electric Co

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1968 GENERAL ELECTRIC CO
Section 1 - Pentode

OTHER
PARAMETER PUBLISHED VALUE CONDITION / NOTE
Heater Voltage 4.2 V —

Heater Current 450 mA —
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1971 RCA HB3 Binder 4 of 7

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1971 RCA HB3 BINDER 4 OF 7
Section 1 - Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater Current 420 mA-480 mA Published nominal + tolerance

Heater Voltage 4.2 V At heater current 0.45 A

Warm-Up Time 11 s Average

Plate Voltage 300 V Inherited from explicitly referenced 6-volt

parent type; heater variant

Screen Voltage 150 V Inherited from explicitly referenced 6-volt
parent type; heater variant

Cathode Current 12 mA Inherited from explicitly referenced 6-volt
parent type; heater variant

Plate Dissipation 1.1 W Inherited from explicitly referenced 6-volt
parent type; heater variant

Screen Input 0.75 W Inherited from explicitly referenced 6-volt
parent type; heater variant

Plate Voltage 100 V Inherited from explicitly referenced 6-volt
parent type; heater variant

Screen Voltage 67.5 V Inherited from explicitly referenced 6-volt
parent type; heater variant

Plate Current 2.2 mA Inherited from explicitly referenced 6-volt
parent type; heater variant

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Grid No.1l Transconductance 1500 pS Inherited from explicitly referenced 6-volt
parent type; heater variant

Grid No.3 Transconductance 180 S Inherited from explicitly referenced 6-volt
parent type; heater variant
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SOURCE OPERATING CONDITIONS

1975 RCA RC30

Published test conditions and operating points. Values on this page are preserved as reported by this source.

SOURCE PDF

1975 RCA RC30
Section 1 - Pentode

OTHER

PARAMETER

Tube Voltage Drop for plate
current of

Tube Voltage Drop for plate
current of 140 mA

Heater Voltage (ac/dc) 3.15
4.2

Heater Current 0.6 0.45

Heater Warm-up Time
(Average) 11

Plate Voltage (Each Unit)

Peak positive value

DC negative value

DC positive value

Grid-No.2 (Screen-Grid)

Voltage

Grid-No.l (Control-Grid)
Voltage, Negative bias value

Cathode Current
Plate Dissipation (Each
Unit)

Grid-No.2 Input
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PUBLISHED VALUE

140 mA

12 v

6.3V

300 mA

11 seconds

300 V

50 V

50 V

3V

150 Vv

50 V

12 mA

1.1 W

0.75 W

CONDITION / NOTE

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl
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PARAMETER

Plate Voltage (Each Unit)

100

Plate Current

100 aA —

160 M —

Grid-No.3-Circuit Resistance

(Each Unit)

Grid-No.l-Circuit Resistance

ORID-No

GRID-No

Heater Voltage (ac/dc) 6.3

Heater Current 0.9

Heater Warm-up Time

DC Plate Voltage

Positive-bias value

Negative-bias value

CAPACITANCE

PARAMETER

Grid No. 3 to Plate (Each
Unit)

Grid No.l to All Other
Electrodes

Grid No.3 to All Other
Electrodes (Each Unit)

Plate to All Other
Electrodes (Each Unit)
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PUBLISHED VALUE

100 V

2.2 mA

-4.6 V

-2.3V

0.5 MO

0.5 Mo

3V

2V

12.6 V

450 mA

11 seconds

300 V

25 V

100 V

PUBLISHED VALUE

1.9 pF

6 pF

3.6 pF

3 pF

CONDITION / NOTE

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

CONDITION / NOTE

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl

Published in approved 4GS8 target entry;
Sectionl
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Grid No.l to Plate 0.1 pF Published in approved 4GS8 target entry;
Sectionl

Internal Shield 7 pF Published in approved 4GS8 target entry;
Sectionl

Grid No.3 to All Other 8.5 pF Published in approved 4GS8 target entry;

Electrodes Sectionl

Grid No.l to Grid No.3 0.08 pF Published in approved 4GS8 target entry;
Sectionl

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Grid-No-3 Voltage (Each oV Published in approved 4GS8 target entry;

Unit) -10 Sectionl

Grid-No.2 Voltage 67.6 67.5 V Published in approved 4GS8 target entry;
Sectionl

Plate Current (Each Unit) 2.2 mA Published in approved 4GS8 target entry;
Sectionl

Grid-No.2 Current 6.5 3.3 mA Published in approved 4GS8 target entry;
Sectionl

Cathode Current 6.6 7.8 mA Published in approved 4GS8 target entry;
Sectionl

Plate Voltage 100 100 V Published in approved 4GS8 target entry;
Sectionl

Grid-No.3 Voltage 0 oV Published in approved 4GS8 target entry;
Sectionl

Grid-No.2 Voltage 67.5 67.5 V Published in approved 4GS8 target entry;
Sectionl

Grid-No.3 Transconductance 180 pS Published in approved 4GS8 target entry;
Sectionl
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