
ELECTRONIC TUBE REFERENCE

5755
Voltage - Dual Triode (similar) electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

TRIODE-TRIODE

Special-quality high-mu twin triode intended for reliable voltage-amplifier service, providing two similar

sections for low-level amplification and related professional electronic applications.

BASE DESIGNATION — BASE PINS 9

NOMINAL HEATER 6.3 V / 360 mA PARALLEL HEATER 6.3 V / 360 mA

HEATING Indirect SERIES OPERATION Capable

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Triode

PLATE RESISTANCE 140000 Ω

TRANSCONDUCTANCE 0.0005 S

AMPLIFICATION FACTOR 70

MAXIMUM PLATE VOLTAGE 225 V

MAXIMUM PLATE DISSIPATION 0.9 W

Promoted fields mapped from printed maximum-rating and characteristic headings; additional published

values preserved in parameter rows. Representative row for repeated identical physical sections.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SECTION2 Triode

PLATE RESISTANCE 140000 Ω

TRANSCONDUCTANCE 0.0005 S

AMPLIFICATION FACTOR 70

MAXIMUM PLATE VOLTAGE 225 V

MAXIMUM PLATE DISSIPATION 0.9 W

Second identical physical triode section; added to align rows with SectionCount.

Double triode for computer, regulated-power-supply and precision amplifier applications.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

2026 Western Electric 400s
Published test conditions and operating points. Values on this page are preserved as reported by this source.

2026 WESTERN ELECTRIC 400S

Section 1 · Triode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate Current (each section)

\ Eh =

110 volts Plate Current (each section) \ Eh = 110 volts;

Ep - -0.6 volt 10.15 milliampere

Transconductance (each

section)/ I

500 micromhos Transconductance (each section)/ I 500

micromhos

Heater-Cathode Voltage 70 volts Heater-Cathode Voltage 70 volts

Cathode Bias Resistor

(Cathodes tied together)

150000 ohms Cathode Bias Resistor (Cathodes tied together)

150,000 ohms

Plate- Current 0.15 milliampere Plate- Current 0.15 milliampere

Load Resistance 0.9 megohm Load Resistance 0.9 megohm

Transconductance 500 micromhos Transconductance 500 micromhos

equivalent to a 0.26 volt equivalent to a 0.26 volt change in the output

voltmge.)

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate Dissipation 0.9 watt Plate Dissipation 0.9 watt
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