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CONSTRUCTION

Voltage - Radio Detector Converter electronic tube FEIEDEEZEORE

Triode-tetrode designed for VHF oscillator and mixer service.

GENERAL CHARACTERISTICS

BASE DESIGNATION 9FX BASE PINS 9

NOMINAL HEATER 4.7 V / 600 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Dissimilar
ARRANGEMENT CONSTRUCTION

9FX - TERMINAL PINOUT

TERMINAL SECTION ELEMENT STATUS

PIN1 B Gl — Control Grid CONNECTED
PIN2 B P — Plate (Anode) CONNECTED
PIN3 B K — Cathode CONNECTED
PIN4 - H — Heater CONNECTED
PIN5 = H — Heater CONNECTED
PING A P — Plate (Anode) CONNECTED
PIN7 A G2 — Screen Grid CONNECTED
PINS A K — Cathode CONNECTED
PIN9 A Gl — Control Grid CONNECTED

SECTION RATINGS
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secTionl Triode

PLATE RESISTANCE 5000 Q
TRANSCONDUCTANCE 0.008 S
AMPLIFICATION FACTOR 40
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM PLATE DISSIPATION 2.7 W
MAXIMUM HEATER-CATHODE VOLTAGE 200 V
WARM-UP TIME 11 s

REDO: section-specific promoted ratings/characteristics populated from supplied datasheet.

sectionz Tetrode

PLATE RESISTANCE 100000 Q
TRANSCONDUCTANCE 0.0058 S
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM SCREEN VOLTAGE 300 V
MAXIMUM PLATE DISSIPATION 2.8 W
MAXIMUM SCREEN DISSIPATION 0.5 W
MAXIMUM HEATER-CATHODE VOLTAGE 200 V
WARM-UP TIME 11 s

REDO: section-specific promoted ratings/characteristics populated from supplied datasheet.

5CL8 is described in the supplied Tung-Sol datasheet as a triode-tetrode for VHF oscillator-mixer service.

The redo includes a substantive section-electrical extraction from ratings and characteristic tables.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS
1961 Tung Sol

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL
Section 1 - Triode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 125 v ClassA

1961 TUNG SOL
Section 2 - Tetrode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Plate voltage 125 vV ClassA
Screen voltage 125 vV ClassA

SOURCE DATA APPENDIX

1966 Tung Sol Electronic Tubes 1 of 4

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1966 TUNG SOL ELECTRONIC TUBES 1 OF 4
Section 1 - Triode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Heater/filament voltage 4.7 V Published rating
Heater/filament current 600 mA Published rating
Triode transconductance 8000 pS TriodeSection
Triode amplification factor 40 TriodeSection

Tetrode transconductance 5800 pS TetrodeSection
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https://tubetinker.com/artifacts/5CL8-1961%20Tung%20Sol.pdf
https://tubetinker.com/artifacts/5CL8-1966%20Tung%20Sol%20Electronic%20Tubes%201%20of%204.pdf

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Application VHF oscillator-mixer TelevisionService
Electrical equivalence 6CL8 except heater ratings Published statement
Triode plate voltage 125 v TriodeSection
Triode plate current 15 mA TriodeSection
Tetrode plate voltage 125 V TetrodeSection
Tetrode screen voltage 125 v TetrodeSection
Tetrode plate current 12 mA TetrodeSection
Tetrode screen current 4 mA TetrodeSection

TUBE TINKER
An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

© 2026 Tube Tinker

TUBE TINKER - 5CL8 PAGE 4 OF 4


http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

