
ELECTRONIC TUBE REFERENCE

6462
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

National Union magnetic pickup cathode-ray tube that converts small magnetic-field changes into a

differential electrical output. Unlike ordinary CRTs, its primary function is sensing magnetic variation

rather than visual display.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 175 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

SECTION1 Cathode Ray

PLATE RESISTANCE 2600000 Ω

MAXIMUM PLATE VOLTAGE 400 V

MAXIMUM CATHODE CURRENT 2.5 mA

Promoted ratings/characteristics read from the approved National Union datasheet.

National Union 6462 magnetic pick-up cathode-ray tube that converts small magnetic-field changes into a

differential electrical output.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1938 National Union
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1938 NATIONAL UNION

Section 1 · Cathode Ray

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Deflection voltage 425 V Magnetic pick-up tube

Load resistance per plate 0.5 Mohm Published datasheet rating
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