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CTRONICTU ¢ CONSOLIDATED TECHNICAL DATA
CONSTRUCTION

Specialized - Traveling Wave electronic tube S ELIRICAVAVE

High-power pulsed traveling-wave amplifier covering approximately 2-4 GHz and producing kilowatt-class
peak microwave output.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 6.3V / — PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1t TravelingWave

MAXIMUM CATHODE CURRENT 2.2 A

Published ratings and characteristics promoted semantically from the approved source; repeated identical
sections compressed where applicable.

High-power pulsed traveling-wave amplifier covering roughly 2 to 4 GHz with kilowatt-class peak
microwave output.
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UBE N ﬂl\“[K(E)HTP SOURCE DATA APPENDIX
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SOURCE OPERATING CONDIT.IONS
1950 Sylvania

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 SYLVANIA
Section 1 - TravelingWave

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Maximum Cathode Current 2.2 A —
Peak Power Output Minimum 1 kW —

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Frequency Minimum 2 GHz —
Frequency Maximum 4 GHz —
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