
ELECTRONIC TUBE REFERENCE

6944
Voltage - Pentode Remote Cutoff (single) electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

PENTODE

Reliable semi-remote-cutoff pentode designed for controlled-gain RF or AGC amplifier service in severe

airborne or guided-missile environments.

BASE DESIGNATION — BASE PINS 8

NOMINAL HEATER 6.3 V / 175 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Pentode

PLATE RESISTANCE 280000 Ω

TRANSCONDUCTANCE 0.0032 S

MAXIMUM PLATE VOLTAGE 250 V

MAXIMUM SCREEN VOLTAGE 150 V

MAXIMUM PLATE DISSIPATION 1 W

MAXIMUM SCREEN DISSIPATION 0.36 W

MAXIMUM CATHODE CURRENT 15 mA

Published source ratings/characteristics promoted where applicable; identical repeated sections

compressed.

Semi-remote-cutoff subminiature RF pentode designed specifically for guided-missile service under severe

environmental conditions. Electrical ratings, characteristics, operating data, and special environmental

information were extracted from the supplied source.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1950 Sylvania
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 SYLVANIA

Section 1 · Pentode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate Resistance 280000 ohm —

Transconductance 3200 µS —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum Plate Voltage 250 V —

Maximum Screen Voltage 150 V —

Maximum Plate Dissipation 1 W —

Maximum Screen Dissipation 0.36 W —

Maximum Cathode Current 15 mA —

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1961 Tung Sol

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL

Section 1 · Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 6.3 V Nominal

Heater current 175 mA Nominal

Plate voltage 250 V Published operating table; OperatingPoint1
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 100 V Published operating table; OperatingPoint1

Screen voltage 150 V Published operating table; OperatingPoint1

Screen voltage 100 V Published operating table; OperatingPoint1

Maximum altitude 80000 ft —

Maximum neutron total dosage 10000000000000000 n/cm2 Radiation

Maximum neutron dose rate 1000000000000 n/cm2/s Radiation

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate current 7 mA Published operating table; OperatingPoint1

Transconductance 3200 uS Published operating table; OperatingPoint1

Plate resistance 280000 ohm Published operating table; OperatingPoint1

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1966 Tung Sol Electronic Tubes 4 of 4
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1966 TUNG SOL ELECTRONIC TUBES 4 OF 4

Section 1 · Pentode

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

LIMITS OF APPLIED VOLTAGE —

published value 1

5.5 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

LIMITS OF APPLIED VOLTAGE —

published value 2

6.9 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC PLATE VOLTAGE 250 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

PEAK-PLATE FORWARD VOLTAGE 360 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

DC GRID 2 VOLTAGE 150 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

PLATE DISSIPATION 1 W Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

GRID 2 DISSIPATION 0.36 W Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

GRID 1 CIRCUIT RESISTANCE 1 Mohm Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

BULB TEMPERATURE 250 C Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC PLATE VOLTAGE 100 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC GRID 3 VOLTAGE 0 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC GRID 2 VOLTAGE 100 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC PLATE CURRENT 7 mA Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC GRID 2 CURRENT 2 mA Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

TRANSCONDUCTANCE 3200 Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

PLATE RESISTANCE 280000 ohm Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

DC GRID 1 VOLTAGE FOR Gm =

25 {rMHOS APPROX. (75µMHOS

MAX,)

-12 V Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

Plate resistance 280000 ohm Promoted section value from the supplied

datasheet.

Transconductance 0.0032 A/V Promoted section value from the supplied

datasheet.
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OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

ALTITUDE -ABSOLUTE MAXNAUM 50000 Published datasheet table value; multiple values

on a source row represent separate limits or

operating conditions.

Maximum plate voltage 250 V Promoted section value from the supplied

datasheet.

Maximum screen voltage 150 V Promoted section value from the supplied

datasheet.

Maximum plate dissipation 1 W Promoted section value from the supplied

datasheet.

Maximum screen dissipation 0.36 W Promoted section value from the supplied

datasheet.
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