
ELECTRONIC TUBE REFERENCE

6992
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

CATHODERAY-CATHODERAY

Three-inch tone-display storage CRT with distinct writing and viewing guns. The dual-gun structure

supports electronic storage and repeated presentation of written information at high operating voltage.

BASE DESIGNATION B14-38 BASE PINS 14

NOMINAL HEATER 6.3 V / 600 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Dissimilar

SECTION1 Cathode Ray

MAXIMUM PLATE VOLTAGE 12000 V

MAXIMUM HEATER-CATHODE VOLTAGE 125 V

Writing gun of tone-display storage CRT; device-specific storage-mesh/collector/collimator data retained as

parameters.

SECTION2 Cathode Ray

MAXIMUM PLATE VOLTAGE 12000 V

MAXIMUM HEATER-CATHODE VOLTAGE 125 V

Viewing gun of tone-display storage CRT; device-specific storage-mesh/collector/collimator data retained

as parameters.

3-inch tone-display storage CRT with distinct writing and viewing guns.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1955 Vacuum Tube Products
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1955 VACUUM TUBE PRODUCTS

Section 1 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater Voltage 6.3 V WritingGun

Heater Current 600 mA WritingGun

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Grid 1 Negative Bias Maximum 200 V WritingGun

Deflecting Electrode Peak

Voltage

500 V WritingGun

Deflecting Electrode Circuit

Resistance Maximum

50 Mohm WritingGun

Typical Screen Voltage 8000 V —

Typical Cathode Voltage -1400 V WritingGun

Typical Grid 1 Voltage -30–-20 V WritingGun

Typical Focus Voltage -1100 V WritingGun

1955 VACUUM TUBE PRODUCTS

Section 2 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater Voltage 6.3 V ViewingGun

Heater Current 600 mA ViewingGun

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Storage Mesh Peak Voltage

Maximum

25 V —
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Collector Mesh Voltage

Maximum

500 V —

Collimating Cylinder Voltage

Maximum

500 V —

Viewing Gun Anode Voltage

Maximum

500 V ViewingGun

Typical Collector Mesh

Voltage

200 V —

Typical Collimating Cylinder

Voltage

120 V —

Typical Viewing Gun Anode

Voltage

185 V ViewingGun

Typical Grid 1 Voltage -50–-30 V ViewingGun
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