
ELECTRONIC TUBE REFERENCE

6B21
Rectifier - Half Wave electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

RECTIFIER

Lewis Electronics 6B21 directly heated tungsten-filament high-vacuum half-wave rectifier rated 100 kV

peak inverse voltage, 300 mA peak current and 100 mA average current.

BASE DESIGNATION 4AU BASE PINS 4

NOMINAL HEATER 5 V / 24 A PARALLEL HEATER — / —

HEATING Direct SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Rectifier

PEAK INVERSE VOLTAGE 100000 V

NOMINAL OUTPUT CURRENT 100 mA

PEAK FORWARD CURRENT 300 mA

FORWARD VOLTAGE DROP 400 V

WARM-UP TIME 30 s

Lewis Electronics 6B21 high-vacuum half-wave rectifier, RMA 1946. Directly heated tungsten filament 5 V

AC 24 A, preheat >=30 s. Maximum PIV 100000 V, peak plate/forward current 0.3 A, average plate current

0.1 A. Forward tube drop 400 V at 100 mA. Interelectrode capacitance 2.5 pF. Natural convection cooling,

max ambient 60 °C. Basing 4AU, A4-29 jumbo ceramic bayonet 4-pin; anode on pins 2 and 3, filament pins

1 and 4.
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