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6 I 1 : ! 2 SECTIONS
CONSTRUCTION

Voltage - Dual Triode (similar high frequency) electronic tube FEIORE S e

High-frequency twin triode intended for VHF tuner or amplifier service, with paired sections optimized for
receiver front-end operation.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 6.3V / 435 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTionl Triode

PLATE RESISTANCE 9700 Q
TRANSCONDUCTANCE 0.006 S
AMPLIFICATION FACTOR 58
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM PLATE DISSIPATION 2.5 W
MAXIMUM CATHODE CURRENT 15 mA

Representative promoted row for identical repeated sections.
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secTion2 Triode

PLATE RESISTANCE 9700 Q
TRANSCONDUCTANCE 0.006 S
AMPLIFICATION FACTOR 58
MAXIMUM PLATE VOLTAGE 300 V
MAXIMUM PLATE DISSIPATION 2.5 W
MAXIMUM CATHODE CURRENT 15 mA

Second physical triode section; electrically identical twin section.

Dual triode for RF amplification and self-oscillating mixer service in FM receivers.
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SOURCE OPERATING CONDITIONS .
1973 Mazda Valves Binder 2

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1973 MAZDA VALVES BINDER 2
Section 1 - Triode

PARAMETER PUBLISHED VALUE CONDITION / NOTE
HeaterVoltageNominal 6.3V Nominal
HeaterCurrentNominal 435 mA Nominal
Maximum Plate Voltage 300 V —

Maximum Plate Dissipation 2.5 W —

Maximum Cathode Current 15 mA —

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE
Transconductance 6000 pS Typical
Amplification Factor 58 Typical
Plate Resistance 9700 ohm Typical
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