
ELECTRONIC TUBE REFERENCE

6S13D
Voltage - Triode (single) electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

TRIODE

Russian triode for electronic amplification, control, or radio-frequency service; available source material

does not support a narrower category confidently.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 6.3 V / 775 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Triode

TRANSCONDUCTANCE 0.0052 S

AMPLIFICATION FACTOR 35

MAXIMUM PLATE VOLTAGE 350 V

Electrical data extracted only from filename-designated Russian tube block.

6S13D: Russian triode for electronic amplification, control, or radio-frequency service.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1981 Russian Tubes Katsnelson and

Larionov

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1981 RUSSIAN TUBES KATSNELSON AND LARIONOV

Section 1 · Triode

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Published electrical

parameter

200 Ω при Оа=6,3 В, (0а=300 В, В;:=200 Ом

Reverse current <1 мКА Обратный ток сетки . .У лее < 1 мКА

Dissipation / power 100 mW Колебательная мощность"‘ й ‚ 100 мВт

Published electrical

parameter

10 kΩ Напряжение виброшумов (при В,=10 кОм) 22

<100 мВ

Published electrical

parameter

<0.03 pF выходная . . , .. .. .. <0,03 пФ

Published electrical

parameter

1.3—1.6 pF проходная . . . . . .. ,. з 1,3—1,6 пФ

Service life >400 h Наработка . . . . ,. .. 2>400 ч

Dissipation / power 80 mW колебательная мощность* .. ‚ ‚ ‚ &80 мВт

Published electrical

parameter

3500--3600 MHz * При 1 =30 м4А, КС =5 кОм, #=3500--3600

МГц.

Heater voltage 6—6.6 V Напряжение накала . . , . , з у в ° 6—6,6 В

Plate voltage 350 V Напряжение анода . . , о ов вьовеавь О 350 В

Published electrical

parameter

85 mA Ток катодя . . й с вввнноее * 85 мА

Dissipation / power 9 V Мощность, рассеиваемая анодом э о втвоо [1 :

9 Ву

Published electrical

parameter

30 Ω при 0а =6,3 В, 0,=150 В, К;=30 Ом

Published electrical

parameter

-15 V =-—-15 В), мкА . ‚ < 10 <10
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Published electrical

parameter

57 V То же при Ш,=57 В .. . .. ., ,, 25 >25

Resistance -60 МГЦ Входное сопротивление (при Г-60 МГЦ)‚

Published electrical

parameter

0.5 kΩ =0,5 кОм), мВ. . .. .. ,. ., , 100 < 100
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