
ELECTRONIC TUBE REFERENCE

6V6EH
Power - Beam (NOT sweep) electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

BEAMPOWER

Modern beam tetrode designed for low-frequency power amplification in high-fidelity audio-output stages.

BASE DESIGNATION 7AC BASE PINS 8

NOMINAL HEATER 6.3 V / 500 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

TERMINAL SECTION ELEMENT STATUS

PIN1 — Pin 1 — — NC ·

verified

PIN2 — Pin 2 — H — Heater CONNECTED

· verified

PIN3 — Pin 3 A P — Plate (Anode) CONNECTED

· verified

PIN4 — Pin 4 A G2 — Screen Grid CONNECTED

· verified

PIN5 — Pin 5 A G1 — Control Grid CONNECTED

· verified

PIN7 — Pin 7 — H — Heater CONNECTED

· verified

PIN8 — Pin 8 A BP — Beam-Forming Plate CONNECTED

· verified

PIN8 — Pin 8 A K — Cathode CONNECTED

· verified

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

7AC - Terminal pinout
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SECTION1 Beam Power

TRANSCONDUCTANCE 0.0041 S

MAXIMUM PLATE VOLTAGE 350 V

MAXIMUM SCREEN VOLTAGE 315 V

MAXIMUM PLATE DISSIPATION 13.2 W

MAXIMUM SCREEN DISSIPATION 2.2 W

Published ratings and characteristics promoted from the approved source.

Beam tetrode for low-frequency power amplification in HI-FI audio output stages.

Section ratings
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