
ELECTRONIC TUBE REFERENCE

7192
Specialized - Thyratron electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

THYRATRON

Rugged zero-bias miniature hydrogen thyratron for high-power pulse generation. Fast gas discharge

provides substantial pulse-current switching.

BASE DESIGNATION — BASE PINS 7

NOMINAL HEATER 6.3 V / 1.8 A PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Thyratron

MAXIMUM CATHODE CURRENT 20 A

Published ratings and characteristics promoted from approved datasheet.

THE 7192. IS A ZERO BIAS MINIATURE HYDROGEN THYRATRON DESIGNED PRIMARILY

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1961 Tung Sol
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL

Section 1 · Thyratron

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Gas Hydrogen —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

PeakForwardAnodeVoltageMaximum 1200 V —

PeakInverseAnodeVoltageMaximum 1200 V —

Average Cathode Current

Maximum

50 mA —

RMSCathodeCurrentMaximum 1 A —

OperatingFrequencyTested 5000 Hz —

CurrentRateOfRiseMaximum 400 A/us —

AnodeDelayTimeMaximum 0.6 us —

Cathode Heating Time 30 s —

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1966 Tung Sol Electronic Tubes 4 of 4
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1966 TUNG SOL ELECTRONIC TUBES 4 OF 4
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Section 1 · Thyratron

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 6.3 V Nominal

Heater current 1.8 A Nominal

Maximum cathode current 50 mA Promoted published value

(WITH BOGIE HEATER VOLTAGE)

'-.If

2 A —

DC ANODE VOLTAGE Ebb 30O

VOLTS

30 V RATINGS

HEATER —CATHODE VOLTAGE Ehk

—100 +2S VOLTS

2 V RATINGS

VOLTAGE egx 150 V RATINGS

AMBIENT TEMPERATURE TA —(Q 125 C RATINGS

iIN PULSED OPERATION, THE

PEAK INVERSE VOLTAGE,

E%CLUSIVE OF A SPINE OF D.

05 uGEC. MAXIMUM

5 mA RATINGS

THE GRID VOLTAGE PULSE WHICN

IS 2F PERCENT OF THE MAXIMUM

UNLOADED PULSE AMPLITUDE AND

THE

2 mA RATINGS

TIME JITTER IS MEASURED AT 50 A RATINGS

VOLTS AND ABOVE, JITTER NOT

E%L EEDING

0.005 V RATINGS

VOLTAGES APPLIED OVER A

RANGE OF 50 TO 2000 TO SOCPS

AT iSG IN 4 MINUTES.

4 Hz RATINGS

HEATER POWER. THE BOGEY

HEATER VOLTAGE OF

6.3 V RATINGS

PEAK VOLTAGE 200 5O 0 V TYPICAL OPERATION

VOLTAGE RATE OF RISE µ SEC.

35O VOLTS

35 V TYPICAL OPERATION

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

ICAL VIBRATION. THIS TUBE

CAN SUPPLY PEAK PULSE POWER

OF 10 KILOWATTS

10 W —
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

CATHODE HEATING TIME tk 3O

SECONDS

3 s —
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