L p—

; P ——
/) -,”—"UHBN: “ "N 'KHJ STANDARDIZED ARCHIVAL DATASHEET

ELECTRON TUBE DATABASE

=
L[] =

ELECTRONI TUBE REFERENCE
¢ o crTu c CONSOLIDATED TECHNICAL DATA
y 7:!43 1 SECTION
CONSTRUCTION

Specialized - Radiation Counter electronic tube Ll bbb L=

Three-element BF3 proportional counter designed for thermal-neutron detection. Its multiple sensitive
elements and boron-containing gas improve neutron response while proportional operation produces
measurable pulses for quantitative neutron-flux instrumentation.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER OV /0 mA PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

section1 ProportionalCounter
No fixed ratings recorded.

Radiation/neutron detector section; source operating-voltage and sensitivity data retained as parameters.

Three-element BF3 proportional counter for thermal-neutron detection.

TUBE TINKER - 7243 PAGE 1 OF 2



—rr 1=

ELECTRON TUBE DATABASE

UBE N ﬂl\“[K(E)HTP SOURCE DATA APPENDIX

W —

SOURCE OPERATING COl\:DITIONS
19477 Westinghouse

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1947 WESTINGHOUSE
Section 1 - ProportionalCounter

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Operating Voltage 2000 V —

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Sensitivity 13 counts/neutron/cm2 —
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