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Specialized - Thyratron electronic tube UHRAEABEoLE

Toshiba hydrogen thyratron for high-power radar pulse switching.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS _
NOMINAL HEATER 6.3V / 35 A PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

sectiono Thyratron
No fixed ratings recorded.

Hydrogen thyratron; maximum peak forward/inverse 33 kV: 2000 A peak, 4 A average.
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TNUHBH: NMI\“[K!E@ SOURCE DATA APPENDIX

9999 Mixed D 1000

Published test conditions and operating points. Values on this page are preserved as reported by this source.

9999 MIXED D 1000
Section O - Thyratron

OTHER
PARAMETER PUBLISHED VALUE CONDITION / NOTE

Peak inverse plate voltage 33000 V Maximum peak inverse anode voltage
total DC plus peak

Heater/filament voltage 6.3V Heater voltage

Heater/filament current 35 A Heater current

TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

026 Tube Tinker

TUBE TINKER - 7390_TOSHIBA PAGE 2 OF 2


https://tubetinker.com/artifacts/7390_TOSHIBA-9999%20Mixed%20D%201000.pdf
http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

