
ELECTRONIC TUBE REFERENCE

7761
Voltage Pentode electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

PENTODE

Premium high-transconductance subminiature video pentode designed for severe shock, vibration, high-

temperature, and high-altitude operation. It combines wideband video amplification with unusually

rugged environmental capability.

BASE DESIGNATION 8DL BASE PINS 8

NOMINAL HEATER 26.5 V / 110 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

TERMINAL SECTION ELEMENT STATUS

PIN1 — G1 A G1 — Control Grid CONNECTED

PIN2 — G3 A G3 — Suppressor Grid CONNECTED

PIN2 — K A K — Cathode CONNECTED

PIN3 — H — H — Heater CONNECTED

PIN4 — G3 A G3 — Suppressor Grid CONNECTED

PIN4 — K A K — Cathode CONNECTED

PIN5 — P A P — Plate (Anode) CONNECTED

PIN6 — H — H — Heater CONNECTED

PIN7 — G2 A G2 — Screen Grid CONNECTED

PIN8 — G3 A G3 — Suppressor Grid CONNECTED

PIN8 — K A K — Cathode CONNECTED

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

8DL - Terminal pinout

Section ratings
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SECTION1 Pentode

No fixed ratings recorded.

Published ratings and characteristics promoted from the supplied datasheet where legible.

A high-transconductance premium subminiature video pentode intended for severe shock, vibration, high-

temperature and high-altitude operation.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1950 Sylvania
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 SYLVANIA

Section 1 · Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater Voltage 26.5 V Nominal published value

Heater Current 110 mA Nominal published value
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https://tubetinker.com/artifacts/7761-1950%20Sylvania.pdf

