
ELECTRONIC TUBE REFERENCE

7AZP24
Specialized - Cathode Ray electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

CATHODERAY

Seven-inch P24 cathode-ray instrument tube for oscillographic or measurement display, with

manufacturer-specified focusing, deflection, accelerating-voltage, and phosphor characteristics.

BASE DESIGNATION 12D BASE PINS 7

NOMINAL HEATER 6.3 V / 600 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Cathode Ray

MAXIMUM PLATE VOLTAGE 30000 V

MAXIMUM SCREEN VOLTAGE 1410 V

7-inch flying-spot scanner cathode-ray tube.

7-inch flying-spot scanner cathode-ray tube.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1945 Continental Electronics
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1945 CONTINENTAL ELECTRONICS

Section 1 · Cathode Ray

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Focusing Method Magnetic —

Deflecting Method Magnetic —

Deflection Angle 57 deg Approximate

Screen P24 Aluminized Light green; extremely short persistence

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Anode Voltage Typical 27000–30000 V —

Grid 2 Voltage Typical 300 V —

Grid 1 Visual Extinction -50–-30 V —
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