
ELECTRONIC TUBE REFERENCE

8281
Power - Tetrode (NOT beam) (over 1000V 100W) electronic

tube

CONSOLIDATED TECHNICAL

DATA

1 SECTION

CONSTRUCTION

TETRODE

Ceramic-metal high-power tetrode for audio and RF applications, with full ratings through 110 MHz and

reduced ratings extending to 225 MHz.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Direct SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Tetrode

MAXIMUM PLATE VOLTAGE 10000 V

MAXIMUM SCREEN VOLTAGE 2000 V

MAXIMUM PLATE DISSIPATION 15000 W

MAXIMUM SCREEN DISSIPATION 450 W

MAXIMUM GRID DISSIPATION 200 W

MAXIMUM CATHODE CURRENT 6 A

The EIMAC 8281/4CX15,000A is a ceramic-metal high-power tetrode for audio and radio-frequency

applications, full ratings to 110 MHz and reduced ratings to 225 MHz.
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General characteristics

Section ratings
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