
ELECTRONIC TUBE REFERENCE

8353
Specialized - Switching Tube electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

MICROWAVETRSWITCH

Cold-cathode decimal counting and selector tube with ten output cathodes and pulsed guide electrodes,

designed for decade counting, sequencing, and switching functions.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER — / — PARALLEL HEATER — / —

HEATING Indirect; cold cathode SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 MicrowaveTRSwitch

MAXIMUM PLATE VOLTAGE 800 V

MAXIMUM CATHODE CURRENT 0.6 mA

MAXIMUM REGULATOR CURRENT 0.6 mA

Published maximum ratings and characteristics promoted semantically from the approved source.

Cold-cathode decimal counting/selector tube with ten output cathodes and pulsed guide electrodes.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1950 Sylvania
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1950 SYLVANIA

Section 1 · MicrowaveTRSwitch

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum Plate Voltage 800 V —

Maximum Cathode Current 0.6 mA —

Anode Supply Voltage Minimum 35 V —

Anode Supply Voltage Maximum 800 V —

Anode Current Minimum 0.3 mA —

Anode Current Maximum 0.6 mA —

Maximum Input Frequency 4000 Hz —

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1965 Sylvania Electronic Tubes Vol3

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1965 SYLVANIA ELECTRONIC TUBES VOL3

Section 1 · MicrowaveTRSwitch

CONSTRUCTION

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Output cathodes 0 through 9 —

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Anode supply voltage maximum 800 V —

Anode current maximum 0.6 mA —
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Pulse repetition maximum 4 kpps Pulse

Typical anode supply voltage 350 V —

Nominal tube drop 187 V —

Guide bias minimum 35 V —

Square drive-pulse amplitude

minimum

-75 V Pulse

Double-pulse width minimum 60 us Pulse

Forced-reset pulse amplitude

minimum

-120 V Pulse

Forced-reset pulse width

minimum

50 us Pulse

Cathode load resistance

maximum

150 kohm —

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transfer voltage 140 V —

APPLICATION

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Application Decimal pulse counter / selector —
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