
ELECTRONIC TUBE REFERENCE

8489
Voltage - Triode Pentode electronic tube

CONSOLIDATED TECHNICAL DATA

2 SECTIONS

CONSTRUCTION

PENTODE-TRIODE

Reliable medium-mu triode plus sharp-cutoff pentode combination for amplifier and control service.

BASE DESIGNATION — BASE PINS 9

NOMINAL HEATER 6.3 V / 450 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Dissimilar

SECTION1 Triode

PLATE RESISTANCE 4700 Ω

TRANSCONDUCTANCE 0.0045 S

AMPLIFICATION FACTOR 21

MAXIMUM PLATE VOLTAGE 330 V

MAXIMUM PLATE DISSIPATION 2.8 W

Medium-mu triode section.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SECTION2 Pentode

PLATE RESISTANCE 170000 Ω

TRANSCONDUCTANCE 0.007 S

MAXIMUM PLATE VOLTAGE 330 V

MAXIMUM SCREEN VOLTAGE 330 V

MAXIMUM PLATE DISSIPATION 2.3 W

MAXIMUM SCREEN DISSIPATION 0.55 W

Sharp-cutoff pentode section.

Medium-mu triode plus sharp-cutoff pentode combination for reliable amplifier and control service.
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1961 Tung Sol
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1961 TUNG SOL

Section 1 · Triode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 6.3 V Nominal

Heater current 450 mA Nominal

Plate voltage 330 V Published operating table; OperatingPoint1

Plate voltage 330 V Published operating table; OperatingPoint2

Plate voltage 150 V Published operating table; OperatingPoint1

Plate voltage 125 V Published operating table; OperatingPoint2

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate current 15 mA Published operating table; OperatingPoint1

Plate current 12 mA Published operating table; OperatingPoint2

Transconductance 4500 uS Published operating table; OperatingPoint1

Transconductance 7000 uS Published operating table; OperatingPoint2

Plate resistance 4700 ohm Published operating table; OperatingPoint1

Plate resistance 170000 ohm Published operating table; OperatingPoint2

1961 TUNG SOL

Section 2 · Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 6.3 V Nominal

Heater current 450 mA Nominal

Plate voltage 330 V Published operating table; OperatingPoint1

Plate voltage 330 V Published operating table; OperatingPoint2
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 150 V Published operating table; OperatingPoint1

Plate voltage 125 V Published operating table; OperatingPoint2

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate current 15 mA Published operating table; OperatingPoint1

Plate current 12 mA Published operating table; OperatingPoint2

Transconductance 4500 uS Published operating table; OperatingPoint1

Transconductance 7000 uS Published operating table; OperatingPoint2

Plate resistance 4700 ohm Published operating table; OperatingPoint1

Plate resistance 170000 ohm Published operating table; OperatingPoint2

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1966 Tung Sol Electronic Tubes 4 of 4
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1966 TUNG SOL ELECTRONIC TUBES 4 OF 4

Section 1 · Triode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 150 V Triode

Grid voltage -3 V Triode

Plate current 15 mA Triode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transconductance 4500 uS Triode

Plate resistance 4700 ohm Triode

Amplification factor 21 Triode
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CAPACITANCE

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Triode-grid to pentode-plate

capacitance

0.02 pF Coupling

Pentode-grid to triode-plate

capacitance

0.02 pF Coupling

Pentode-plate to triode-

plate capacitance

0.15 pF Coupling

1966 TUNG SOL ELECTRONIC TUBES 4 OF 4

Section 2 · Pentode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 125 V Pentode

Grid voltage -1 V Pentode

Plate current 12 mA Pentode

Screen voltage 125 V Pentode

Screen current 3.8 mA Pentode

CHARACTERISTIC

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transconductance 7000 uS Pentode

Plate resistance 170000 ohm Pentode
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