
ELECTRONIC TUBE REFERENCE

8559
Specialized - Thyratron electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

THYRATRON

Ruggedized General Electric special-purpose triode whose electrical ratings follow type GL-7390, with

additional published shock and vibration limits for demanding service.

BASE DESIGNATION — BASE PINS 8

NOMINAL HEATER 6.3 V / — PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Thyratron

No fixed ratings recorded.

General Electric GL-8559 ruggedized version of GL-7390 ceramic hydrogen-filled thyratron. GL-7390-

derived pulse switching ratings include 33 kV peak anode voltage, not an unrestricted DC plate rating. GL-

8559 lists shock 80 g vertical/base-down and 60 g horizontal, 11 ms; vibration 10–55 Hz, 0.060 in total

displacement.

Ruggedized GE special-purpose tube whose ratings follow the GL-7390 except for published shock and

vibration limits.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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