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Rectifier - Half Wave electronic tube RECTIFIER

Directly heated high-vacuum half-wave rectifier combining high inverse-voltage capability with relatively
modest filament power for specialized high-voltage supplies.

GENERAL CHARACTERISTICS

BASE DESIGNATION _ BASE PINS 4
NOMINAL HEATER 6.3V / 3 A PARALLEL HEATER — /-
CATHODE Separate cathodes SECTION Similar
ARRANGEMENT CONSTRUCTION

SECTION RATINGS

secTionl Rectifier

MAXIMUM PLATE DISSIPATION 15 W
PEAK INVERSE VOLTAGE 25000 V
NOMINAL OUTPUT CURRENT 50 mA
PEAK FORWARD CURRENT 500 mA

High-vacuum rectifier with 25 kV peak inverse rating and low filament-power requirements for high-
voltage applications.

TUBE TINKER - A235 PAGE 1 OF 2



TUBE TINKER

An independent reference for electronic tubes, vacuum tubes,

and their source documents.

Catalog Tube types Full books Blog Feedback & corrections

)26 Tube Tinker

TUBE TINKER - A235 PAGE 2 OF 2


http://127.0.0.1:8080/
http://127.0.0.1:8080/catalog
http://127.0.0.1:8080/tube-types
http://127.0.0.1:8080/full-books
http://127.0.0.1:8080/blog
http://127.0.0.1:8080/feedback

