
ELECTRONIC TUBE REFERENCE

ACT14
Power - Triode (over 1000V 100W) electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

TRIODE

Industrial transmitting power triode intended for RF amplification, oscillation, or modulation.

Manufacturer data emphasize substantial plate power, professional transmitter operation, and

construction suited to continuous high-power service.

BASE DESIGNATION — BASE PINS —

NOMINAL HEATER 19 V / 72 A PARALLEL HEATER — / —

HEATING Direct SERIES OPERATION Not specified

CATHODE

ARRANGEMENT
Separate cathodes SECTION

CONSTRUCTION
Similar

SECTION1 Triode

TRANSCONDUCTANCE 0.009 S

MAXIMUM PLATE VOLTAGE 12000 V

MAXIMUM PLATE DISSIPATION 10000 W

MAXIMUM GRID DISSIPATION 350 W

Published maximum ratings and characteristics audited; remaining useful numerical data retained in

TUBE_SECTION_PARAMETER.

The ACT14 is a forced-air-cooled transmitting triode with a tungsten filament for high-frequency power-

amplifier, oscillator, and modulator service.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1955 Marconi
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1955 MARCONI

Section 1 · Triode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

FILAMENT POSTS 7 FILAMENT POSTS 7 MM.

with a tungsten filament.

(d-—

15 with a tungsten filament. (d-— 15" MAX.

is approximately [1] 0 mA is approximately 0-021 Q2. The filament current

must .

is approximately [2] -21 mA is approximately 0-021 Q2. The filament current

must .

Published value 15 V 15 minutes without anode voltage being

applied, the

APPROXIMATE DATA ( 2 W APPROXIMATE DATA (2) HF POWER

AMPLIFIER. CLASS C

Vi [1] 18 Vi 18-20 v (Anode modulated, one valve, carrier

conditions,

Vi [2] -20 Vi 18-20 v (Anode modulated, one valve, carrier

conditions,

( 3 W (3) HF POWER AMPLIFIER.

Published value [1] 10 10 A emission at 909, saturation. modulation

100%,)

Published value [2] 909 10 A emission at 909, saturation. modulation

100%,)

Published value [3] 100 10 A emission at 909, saturation. modulation

100%,)

( [1] 1 W (1) HF POWER AMPLIFIER AND Va =270 -220 v

( [2] 270 W (1) HF POWER AMPLIFIER AND Va =270 -220 v

( [3] -220 W (1) HF POWER AMPLIFIER AND Va =270 -220 v

Par (a) [1] 200 V Par (a) 200 200 320 W the anode voltage must

be reduced to the following
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Par (a) [2] 200 V Par (a) 200 200 320 W the anode voltage must

be reduced to the following

Par (a) [3] 320 V Par (a) 200 200 320 W the anode voltage must

be reduced to the following
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