
ELECTRONIC TUBE REFERENCE

AH1
Hexode electronic tube

CONSOLIDATED TECHNICAL DATA

1 SECTION

CONSTRUCTION

HEXODE

Variable-control hexode designed for RF and IF amplifier service in fading-compensated radio receiver

stages.

BASE DESIGNATION P35 BASE PINS 8

NOMINAL HEATER 4 V / 650 mA PARALLEL HEATER — / —

HEATING Indirect SERIES OPERATION Not specified

CATHODE

ARRANGEMENT

Separate cathodes SECTION

CONSTRUCTION

Similar

SECTION1 Hexode

PLATE RESISTANCE 2000000 Ω

TRANSCONDUCTANCE 0.00055 S

MAXIMUM PLATE VOLTAGE 250 V

MAXIMUM SCREEN VOLTAGE 125 V

MAXIMUM PLATE DISSIPATION 1.5 W

MAXIMUM SCREEN DISSIPATION 0.5 W

MAXIMUM CATHODE CURRENT 10 mA

Hexode; canonical SectionType list has no Hexode value, so Other is used.

Telefunken variable-control hexode for RF and IF amplifier service, intended for fading-compensated

receiver stages.

STANDARDIZED  ARCHIVAL  DATASHEET

General characteristics

Section ratings
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SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1938 Philips Miniwatt Vacuum Tube

Catalog

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1938 PHILIPS MINIWATT VACUUM TUBE CATALOG

Section 1 · Hexode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Plate voltage 250 V —

Screen voltage 80 V —

Screen current 2.6 mA —

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Transconductance 1800 µS —

Grid-anode capacitance 0.003 pF —

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

195X Tunsgram

SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

195X TUNSGRAM

Section 1 · Hexode

OTHER

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Typical plate voltage 250 V —

Typical combined grid-

2/grid-4 voltage

80 V —

Oscillator grid-3 voltage 9 V RMS
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PARAMETER PUBLISHED VALUE CONDITION / NOTE

Maximum no-current anode

voltage

550 V —

Maximum grid-2/grid-4 no-

current voltage

400 V —

Maximum heater-cathode

voltage

50 V —

SOURCE DATA APPENDIX

SOURCE OPERATING CONDITIONS

1999 Philips 0-D
SOURCE PDF

Published test conditions and operating points. Values on this page are preserved as reported by this source.

1999 PHILIPS 0-D

Section 1 · Hexode

CHARACTERISTICS

PARAMETER PUBLISHED VALUE CONDITION / NOTE

Heater voltage 4 V —

Heater current 650 mA —

Plate voltage 250 V —

Screen/auxiliary voltage 80 V —

Plate current 1.7 mA —

Screen/auxiliary current 2.4 mA —

Transconductance 550 uS Conversion

Plate resistance 2000000 ohm —
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